CHAPTER 11-55 APPENDI X A
DEPARTMENT OF HEALTH
STANDARD GENERAL PERM T CONDI TI ONS
Cct ober 1997
TABLE OF CONTENTS

SECTI ON TI TLE PACE
1. Basic water quality criteria . 55-A-2
2. Onshore or offshore construction . 55-A-3
3. Sanpling requirenments and definitions 55- A-3
4. Duty to reapply 55-A-12
5. Appl i cations . 55-A-12
6. Duty to comply . . : 55-A-12
7. Need to halt or reduce act|V| ty not a def ense
: 55-A-12
8. Dutyto mtlgate : : 55-A-12
9. Proper oper ation and rral nt enance : 55-A-12
10. Permt actions . 55-A-12
11. Property rights 55-A-12
12. Duty to provide infor rratl on 55-A-12
13. Inspection and entry . 55-A-12
14. Monitoring and records . 55-A-12
15. Signatory requirenent 55- A- 15
16. Reporting requirenents . 55- A-15
17. Bypass . Ce e 55-A-15
18. Upset : .« . . . . . . . bb5-A-18
19. Existing rranuf act url ng, cormer cial, mning, and
silvicultural dischargers : 55-A-19
20. Publicly owned treatnent works . 55- A- 19
21. Reopener clause : 55- A- 19
22. Privately owned treat rrent Wor ks 55- A- 19
23. Transfers by nodification 55-A-21
24. Automatic transfers : 55-A-21
25. Mnor nodification of perm ts 55-A-21
26. Termnation of permts . 55- A-21
27. Renoved substances . 55-A-21
28. Availability of reports : 55- A-21
29. Cvil and crimnal liability . : 55-A-21
30. Q| and hazardous substance liabili ty 55- A- 22
31. Federal facility construction 55- A- 22
32. State | aw 55- A- 22

55-A-1



CHAPTER 11-55 APPENDI X A

33. Severability . . . . . . . . . . . . . . . Bb-A22
34. Notice of Intent Requirenments . . . . . . 55-A-23

Note: Al references to Title 40 of the Code of
Federal Regul ations (40 CFR) are to regul ations that
are in effect on July 1, 1996, unless otherw se
specified. The Clean Water Act (Act) is also known as
the Federal Water Pollution Control Act, as anmended by
the Cean Water Act of 1977, and appears at 33 U S.C
881251 to 1387.

The permttee shall conply with the follow ng standard
condi ti ons.

1. Basic water quality criteria (section 11-54-
04(a))

The permttee shall not cause a violation of the
basic water quality criteria which state:

(a) Al waters shall be free of substances
attributable to donestic, industrial, or
ot her controllable sources of pollutants,
i ncl udi ng:

(1) WMaterials that will settle to form
obj ecti onabl e sl udge or bottom deposits;

(2) Floating debris, oil, grease, scum or
other floating material s;

(3) Substances in anpbunts sufficient to
produce taste or odor in the water or
detectable off flavor in the flesh of
fish, or in amounts sufficient to
produce objectionable color, turbidity,
or other conditions in the receiving
state waters

(4) High tenperatures; biocides; pathogenic
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organi sns; toxic, radioactive,
corrosive, or other del eterious
substances at levels or in conbination
sufficient to be toxic or harnful to
human, animal, plant, or aquatic life,
or in ampunts sufficient to interfere
wi th any beneficial use of the water;

(5) Substances or conditions or conbinations
thereof in concentrations which produce
undesirabl e aquatic life; and

(6) Soil particles resulting fromerosion on
| and i nvol ved in earthwork, such as the
construction of public works; highways;
subdi vi si ons; recreational, comrercial
or industrial devel opnents; or the
cul tivation and managenent of
agricultural |ands.

(b) The effluent shall neet the basic
requi renents of section 11-54-04(b)(4).

Onshore or of fshore construction

The applicabl e general permt does not authorize
or approve the construction of any onshore or

of fshore physical structures or facilities or the
undertaki ng of any work in any state waters.

Sanpling requirenents and definitions
(a) Sanpling Points

Al'l sanples shall be taken at the nonitoring
points specified in the applicabl e general
permt and, unless otherw se specified,
before the effluent joins or is diluted by
any ot her wastestream body of water, or
substance. Mnitoring points shall not be
changed wi thout notification to and the
approval of the director. No discharge is
aut hori zed which does not totally pass
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t hrough the final nonitoring point.
FIl ow Measurenents

Appropriate flow neasurenent devices and

nmet hods consistent with accepted scientific
practices shall be selected and used to
insure the accuracy and reliability of

measur enents of the volume of discharges.

The devices shall be installed, calibrated
and maintained to insure that the accuracy of
t he neasurenents is consistent with the
accepted capability of that type of device.
Devi ces sel ected shall be capabl e of
measuring flows with a maxi num devi ati on of

| ess than plus or mnus ten per cent fromthe
true di scharge rates throughout the range of
expected di scharge vol unes. Once-through
condenser cooling water flow which is

nmoni tored by punp |l ogs or punp hour neters as
specified in the applicable general permt
based on the manufacturer's punp curves shal
not be subject to this requirenent. Guidance
in selection, installation, calibration, and
operation of acceptable flow nmeasurenent

devi ces can be obtained fromthe foll ow ng
ref erences:

(1) "A Guide of Methods and Standards for
t he Measurenent of Water Flow, " U S
Depart ment of Comrerce, National Bureau
of Standards, NBS Special Publication
421, May 1975, 97 pp. (Avail able from
the U S. Governnment Printing Ofice
Washi ngton, D.C. 20402. Oder by SD
catal og No. C13.10:421.)

(2) "Water Measurenent Manual ," U. S.
Department of Interior, Bureau of
Recl amati on, Second Edition, Revised
Reprint, 1974, 327 pp. (Available from
the U S. Government Printing Ofice
Washi ngton, D.C. 20402. Order by
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catal og No. 127.19/2:W9/2, Stock No.
S/'N 24003-0027.)

(3) "Flow Measurenent in Open Channels and
Cl osed Conduits,” U.S. Departnent of
Commerce, National Bureau of Standards,
NBS Speci al Publication 484, Cctober
1977, 982 pp. (Available in paper copy
or mcrofiche from National Technica
I nformation Service (NTI'S), Springfield,
VA 22151. Order by NTIS No. PB-273
535/ 5ST.)

(4) "NPDES Conpliance Fl ow Measurenment
Manual ," U.S. Environnmental Protection
Agency, Ofice of Water Enforcenent,
Publ i cati on MCD-77, Septenber 1981, 135
pp. (Available fromthe General Services
Adm ni stration (8BRC), Centralized
Mai ling Lists Services, Building 41,
Denver Federal Center, Denver, CO
80225.)

Cali bration

The permttee shall periodically calibrate
and perform mai ntenance on all nonitoring and
anal ytical equi pnment used to nonitor the

pol |l utants di scharged under the applicable
general permt, at intervals which wll
ensure the accuracy of neasurenents, but no

| ess than the manufacturer's reconmmended
intervals or six-nmonth intervals (whichever
cones first). Records of calibration shal

be kept pursuant to section 14.

pH Effluent Limtations Under Continuous
Moni t ori ng

If the permttee continuously neasures the pH
of the effluent pursuant to a requirenment or
option in the applicable general permt,
excursions fromthe range provided in the
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general permt or as specified in chapter 11-
54 are permtted, provided:

(1) The pHlimtation in the general permt
i s based upon a requirenment inposed
under 40 CFR Subchapter N, Effl uent
Gui del i nes and St andar ds;

(2) The total time during which the pH
val ues are outside the required range of
pH val ues shall not exceed four hundred
forty-six mnutes in any cal endar nonth;

(3) No individual excursions fromthe range
of pH val ues shall exceed sixty m nutes;
and

(4) For purposes of this section, an
"excursion” is an unintentional and
tenporary incident in which the pH val ue
of the effluent exceeds the range set
forth in the applicable general permt.
The nunber of individual excursions
exceeding sixty mnutes and the total
accurul ated excursion tinme in mnutes
occurring in any cal endar nonth shall be
reported in accordance with the
appl i cabl e general permt.

Aver age

As used in the applicable general permt,
unl ess otherw se stated, the term "average”
means the arithnmetic nean of val ues taken at
the frequency required for each paraneter
over the specified period. For fecal
coliform enterococcus, or clostridium
perfringens, the "average" shall be the
geonetric nean. For total coliform the
"average" shall be the nedi an.

Mass/ Day Measurenents
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The "daily discharge” is the total mass
(weight) of a pollutant discharged
during a cal endar day. The daily

di scharge shall be determ ned by using
the foll ow ng equati ons:

Dai ly Discharge(lbs/day) = 8.34 x Q x C

Dai |y Discharge(kg/day) = 3.785 x Q x C,
and

where "C' (in ng/l) is the nmeasured
daily concentration of the pollutant and
"Q (in mllion gallons per day) is the
measured effluent flow rate for the sane
cal endar day.

I f only one sanple is taken during any
cal endar day, the mass (weight) of
pol | utant di scharged that is cal cul ated
fromit is the "daily discharge.”

The "average nonthly discharge" is
defined as the total mass of all daily
di scharges sanpl ed or nmeasured or both
during a cal endar nonth on which daily
di scharges are sanpl ed and neasured,

di vided by the nunber of daily

di scharges sanpl ed or nmeasured or both
during such nonth. It is, therefore, an
arithmetic mean found by adding the

wei ghts of the pollutant found each day
of the nmonth and then dividing this sum
by the nunber of days. This |[imtation
is identified as "Monthly Average" in

t he applicable general permt and the
average nonthly discharge value is
reported in the "Average" columm under
"Quantity" on the discharge nonitoring
report form

The "average weekly discharge" is
defined as the total mass of all daily
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di scharges sanpl ed or nmeasured or both
during the cal endar week in which daily
di scharges are sanpled or neasured or
both. It is, therefore, an arithnetic
mean found by addi ng the wei ghts of

pol lutants found each day of the week
and then dividing this sum by the nunber
of days. This limtation is identified
as "Weekly Average" in the applicable
general permt and the average weekly

di scharge value is reported in the

"Maxi munt col umm under "Quantity" on the
di scharge nonitoring report form

The "maxi mum daily di scharge” is the

hi ghest daily di scharge val ue recorded,
sanpl ed, or neasured during the
reporting period. This [imtation is
identified as "Daily Mximuni in the
appl i cabl e general permt and the
maxi mum dai |y di scharge value is
reported in the "Maxi mum' col um under
"Quantity" on the discharge nonitoring
report form

(g) Concentration Measurenents

(1)

(2)

The "daily concentration” is the
concentration of a pollutant discharged
during a calendar day. It is equal to
the concentration of a conposite sanple
or in the case of grab sanples, it is
the arithnetic nean (weighted by flow
value) of all sanples collected during
that cal endar day. |If only one sanple
is taken during any cal endar day, it
represents the "daily concentration.”

The "average nonthly concentration,”
other than for fecal coliform

ent erococcus, clostridium perfringens,
or total coliform is the sumof the
daily concentrations sanpled or neasured
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or both divided by the nunber of daily
di scharges sanpl ed or neasured or both
during such nonth (arithnetic nean of
the daily concentration values). The
average nonthly count for feca

coliform enterococcus, or clostridium
perfringens is the geonetric nean of the
counts for sanples collected during a
cal endar nonth. The average nonthly
count for total coliformis the nedian
of the counts for sanples collected (not
| ess than five discrete sanples) during
a calendar nonth. This limtation is
identified as "Monthly Average" or
"Daily Average" under "Qther Limts" in
t he applicable general permt and the
average nonthly concentration value is
reported under the "Average" col umm
under "Quality" on the discharge
nmonitoring report form

The "average weekly concentration,”

ot her than for fecal coliform

ent erococcus, or clostridium
perfringens, or total coliform is the
sum of the concentrations of all daily
di scharges sanpl ed or nmeasured or both
during a cal endar week on which daily

di scharges are sanpl ed and neasured

di vided by the nunber of daily

di scharges sanpl ed or nmeasured or both
during such week (arithnetic nmean of the
daily concentration values). The
average weekly count for fecal coliform
ent erococcus, or clostridium perfringens
is the geonetric nmean of the counts for
sanpl es coll ected during a cal endar
week. The average weekly count for
total coliformis the nedian of the
counts for sanples collected during a
cal endar week. This limtation is
identified as "Wekly Average" under
"Qther Limts" in the applicable general
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permt and the average weekly
concentration value is reported under

t he "Maxi mrum' col um under "Quality" on
t he di scharge nonitoring report form

(4) The "maximumdaily concentration"” is the
hi ghest daily concentration val ue
recorded, sanpled, or measured during
the reporting period. This limtation
identified as "Daily Maxi munt under
"Qther Limts" in the applicable general
permt and the maxi nmumdaily
concentration is reported under the
"Maxi munt col umm under "Quality" on the
di scharge nonitoring report form

The effluent flow expressed as cubic neters
per day or mllion gallons per day (M3), is
t he 24-hour average fl ow averaged nonthly.

It is the arithnetic mean of the total daily
fl ows recorded during the cal endar nonth.
Where nonitoring requirenents for flow are
specified in the applicable general permt,
the flow rate values are reported in the
"Average" columm under "Quantity" on the

di scharge nonitoring report form

(1) An "instantaneous flow neasurenent” is a
measure of flow taken at the tine of
sanpling, when both the sanple and fl ow
will be representative of the total
di schar ge.

(2) Were nonitoring requirenents for pH,
di ssol ved oxygen or fecal coliform
ent erococcus, or clostridium perfringens
are specified in the applicable general
permt, the values are generally
reported in the "Quality or
Concentration” colum on the discharge
nmonitoring report form

The "arithmetic nmean" of any set of values is
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the summati on of the individual val ues
di vi ded by the nunber of individual values.

The "geonetric nean"” of any set of values is
the Nth root of the product of the individual
val ues where N is equal to the nunber of

i ndi vi dual values. The geonetric nean is
equivalent to the antilog of the arithnetic
mean of the logarithns of the individual

val ues. For purposes of cal culating the
geonetric nean, values of zero shall be

consi dered to be one.

"Wei ghted by flow val ue" neans the sunmati on
of each concentration tinmes its respective
fl ow di vided by the summati on of the
respective flows.

The "medi an" of any set of ordered values is
t he val ue bel ow and above which there is an
equal nunber of values or which is the
arithmetic nmean of the two mddle values if
there is no one m ddl e nunber.

A cal endar day is defined as the period from
m dni ght of one day until m dnight of the
next day. However, for the purposes of the
appl i cabl e general permt, any consecutive
24- hour period that reasonably represents the
cal endar day may be used for sanpling.

"Renoval efficiency" is the ratio of
pollutants renoved by the treatnent unit to
pollutants entering the treatnent unit.
Renoval efficiencies of a treatnent plant
shal |l be determ ned using the average nonthly
concentrations (C, in ng/l) of influent and
ef fl uent sanples collected about the sane
time and the foll ow ng equation (or its
equi val ent) :
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Ceffl uent
Renoval Efficiency = 100 x (1 - )

(per Cent) anluent

Duty to reapply

If the permttee wishes to continue an activity
regul ated by the applicable general permt after
the expiration of the notice of general permt
coverage or in the case of automatic coverage, the
expiration of the general permt itself, the
permttee shall follow the procedures as specified
in sections 11-55-34.08 and 11-55-34.09.

Applications (conply with 40 CFR §122.22)
Duty to conply (conply with 40 CFR 8122.41(a))

Need to halt or reduce activity not a defense
(comply with 40 CFR 8122.41(c))

Duty to mtigate (based in part on 40 CFR
§122.41(d))

The permttee shall take all reasonable steps to
m nimze or prevent any di scharge or sludge use or
di sposal in violation of the applicabl e general
permt or applicable | aw.

Proper operation and nmai ntenance (conply with 40
CFR 8122.41(e))

Permit actions (conply with 40 CFR 8122.41(f))
Property rights (conply with 40 CFR 8122.41(9))

Duty to provide information (conply with 40 CFR
8§122.41(h))

| nspection and entry (conply with 40 CFR
8122.41(1))

Monitoring and records (based in part on 40 CFR
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§122. 41(j))

(a) Sanples and neasurenments taken for the
pur pose of nmonitoring shall be representative
of the nonitored activity.

As used in this section, a representative
sanpl e means that the content of the sanple
shal | :

(1) Be identical to the content of the
subst ance sanpled at the tinme of the

sanpl i ng;

(2) Accurately represent the nonitored item
(for exanple, sanpling to nonitor final
effluent quality shall accurately
represent that quality, even though the
sanpling is done upstream of the
di scharge point); and

(3) Accurately represent the nonitored item
for the nonitored tinme period (for
exanpl e, sanpling to represent nonthly
average effluent flows shall be taken at
times and on days that cover significant
variations). Representative sanpling
may i ncl ude weekends and storm events
and may nean taking nore sanples than
the m ni mum nunber specified el sewhere
in the applicable general permt.

The burden of proving that sanpling or
nmonitoring is representative is on the
permttee.

(b) Except for records of nonitoring information
requi red by the applicable general permt
related to the pernmittee's sewage sl udge use
and di sposal activities, which shall be
retained for a period of at |east five years
(or longer as required by 40 CFR Part 503),
the permttee shall retain records of al
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nmoni toring information, including al
calibration and mai ntenance records and al
original strip chart recordings for
continuous nonitoring instrunentation, copies
of all reports required by the applicable
general permt, and records of all data used
to conplete the application for the
appl i cabl e general permt, for a period of at
| east three years fromthe date of the
sanpl e, neasurenent, report or application.
This period nmay be extended by request of the
director at any tine.

Records of nonitoring information shal
i ncl ude:

(1) The date, exact place, and tine of
sanpling or neasurenents;

(2) The individual (s) who perforned the
sanpl i ng or neasurenents;

(3) The date(s) the anal yses were perforned;

(4) The individual (s) who perforned the
anal yses;

(5) The analytical techniques or nethods
used; and

(6) The results of the anal yses.

Moni toring nust be conducted according to
test procedures approved under 40 CFR Part
136 or, in the case of sludge use or

di sposal, approved under 40 CFR Part 136
unl ess otherw se specified in 40 CFR Part
503, unless other test procedures have been
specified in the applicable general permt.

The Act provides that any person who

falsifies, tanpers with, or know ngly renders
i naccurate any nonitoring device or nethod
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required to be mai ntained by the applicable
general permt shall, upon conviction, be
puni shed by a fine of not nore than $10, 000
per violation, or by inprisonnent for not
nore than two years per violation, or by both
for a first conviction. For a second
conviction, the person is subject to a fine
of not nore than $20, 000 per day of
violation, or by inprisonnment for not nore
than four years, or both. (Updated pursuant
to the Water Quality Act of 1987)

Signatory requirenment (conply with 40 CFR
8§122. 41(k))

Reporting requirements (conply wth 40 CFR
8§122.41(1))

Bypass (based in part on 40 CFR 8122.41(m)

(a)

(b)

(c)

Definitions

(1) "Bypass" neans the intentional diversion
of any waste streanms from any portion of
atreatnment facility.

(2) "Severe property damage" neans
substanti al physical danage to property,
damage to the treatnent facilities which
causes themto becone inoperable, or
substantial and permanent |oss of
natural resources which can reasonably
be expected to occur in the absence of a
bypass. Severe property damage does not
mean econom ¢ | oss caused by delays in
pr oducti on.

Prohi biti on of bypass. Every bypass is
prohi bited, and the director nmay take
enforcenent action against a permttee for
bypass, except as provided in section 17(c).

Exceptions to bypass prohibition
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Bypass not exceeding limtations. A
bypass is allowabl e under this paragraph
only if it does not cause any effl uent
limtation to be exceeded, and only if

t he bypass is necessary for essenti al

mai nt enance to assure efficient

oper ati on.

Bypass unavoi dable to prevent specified
harm A bypass is allowable under this
par agr aph if,

(A) The bypass was unavoi dable to
prevent |oss of |ife, personal
injury, or severe property danage;

(B) There were no feasible alternatives
to the bypass, such as the use of
auxiliary treatnment facilities,
retention of untreated wastes, or
mai nt enance duri ng normal periods
of equi pnent downtine. This
condition is not satisfied if
adequat e back-up equi pnrent shoul d
have been installed in the exercise
of reasonabl e engi neeri ng judgnent
to prevent a bypass which occurred
during normal periods of equi pnent
downtime or preventative
mai nt enance; and

(C The permttee submtted notices as
requi red under section 17(d).

Approved anti ci pated bypass. An
antici pated bypass is allowable if the
director approves it. The director
shal | approve the anticipated bypass
only if the director receives
information sufficient to show
conpliance with section 17(c)(2),
including information on the potenti al
adverse effects with and w t hout the
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bypass, and information on the search
for and the availability of
alternatives, whether the permttee
ultimately considers the alternatives
feasible or not.

(d) Notice

(1)

(2)

(e)

Antici pated bypass. If the permttee
knows in advance of the need for a
bypass, the permttee shall submt prior
notice, if possible at |east ten days
before the date of the bypass.

Unanti ci pated bypass. The permttee
shal | report unanticipated bypasses.

(A) Reports required by the reporting
requi renents of the applicable
general permt shall be made in
accordance with that section. If
the permttee questions whether the
reporting requirenments of the
appl i cabl e general permt applies,
it shall follow the reporting
requi renents of the applicable
general permt;

(B) For all other bypasses, reports
shall be made orally within twenty-
four hours fromthe tinme the
permttee becones aware of the
bypass. Witten reports may be
requi red on a case-by-case basis.

Burden of proof. In any enforcenent
proceedi ng the party seeking to
establish that any exception to the
bypass prohibition applies has the
burden of proof. Proof that effluent
[imtations were nmet requires effluent
nmoni toring during the bypass.
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18. Upset (based in part on 40 CFR 8122.41(n))

(a) Definition. "Upset" means an exceptional
incident in which there is unintentional and
t enporary nonconpliance with technol ogy based
permt effluent limtations because of
factors beyond the reasonable control of the
permttee. An upset does not include
nonconpl i ance to the extent caused by
operational error, inproperly designed
treatment facilities, inadequate treatnent
facilities, lack of preventive maintenance,
or carel ess or inproper operation.

(b) Effect of an upset. An upset constitutes an
affirmati ve defense to an action brought for
nonconpl i ance with the technol ogy based
permt effluent limtations if the
requi renents of section 18(c) are nmet. No
determ nati on nmade during adm nistrative
review of clains that nonconpliance was
caused by upset, and before an action for
nonconpl i ance, is final adm nistrative action
subject to judicial review

(c) Conditions necessary for a denonstration of
upset. A permttee who wi shes to establish
the affirmati ve defense of upset shal
denonstrate, through properly signed,
cont enpor aneous operating |ogs, or other
rel evant evidence that:

(1) An upset occurred and that the permttee
can identify the cause(s) of the upset;

(2) The permtted facility was at the tine
bei ng properly operat ed;

(3) The permttee submtted within twenty-
four hours a notice of any upset which
exceeded any effluent limtation in the
appl i cabl e general permt; and
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(4) The permttee conplied with any renedi al
measures required under 40 CFR
§122.41(d).

d. Burden of proof. In any enforcenent
proceedi ng, any person seeking to establish
the occurrence of an upset has the burden of
pr oof .

Exi sting manufacturing, conmercial, mning, and
silvicultural dischargers (conply with 40 CFR
8§122.42(a))

Publicly owned treatnent works (conply with 40
CFR 8122.42(b))

Reopener clause (conply with 40 CFR 8122. 44(c)
and 40 CFR 8125.123(d)(4))

Privately owned treatnment works (The follow ng
conditions were established by EPA Region 9 to
enforce applicable requirenents of the Resource
Conservation and Recovery Act and 40 CFR
8§122.44(m)

This section applies only to privately owned
treatnent works as defined at 40 CFR 8122. 2.

(a) WMaterials authorized to be disposed of into
the privately owned treatnment works and
col l ection systemare typical donestic
sewage. Unauthorized nmaterials are hazardous
waste (as defined at 40 CFR Part 261), notor
oil, gasoline, paints, varnishes, solvents,
pesticides, fertilizers, industrial wastes,
or other materials not generally associ ated
with toilet flushing or personal hygiene,
| aundry, or food preparation, unless
specifically listed under "Authorized
Non- donestic Sewer Di schargers" el sewhere in
t he applicable general permt. The Donmestic
Sewage Exclusion (40 CFR 8261.4) does not
apply to hazardous wastes m xed with donestic
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sewage in a sewer leading to a privately
owned treatnment worKks.

It is the permttee's responsibility to
informusers of the privately owned treatnent
wor ks and col |l ection system of the
prohi bi ti on agai nst unaut horized materials
and to ensure conpliance with the

prohi bition. The permttee nust have the
authority and capability to sanple al

di scharges to the collection system

i ncluding any fromseptic haul ers or other
unsewer ed di schargers, and shall take and
anal yze such sanples for conventional, toxic,
or hazardous pollutants when instructed by
the permtting authority or by an EPA or
state inspector. The permttee nust provide
adequate security to prevent unauthorized

di scharges to the collection system

Shoul d a user of the privately owned
treatment works desire authorization to

di scharge non-donestic wastes, the pernittee
shall submt a request for permt
nodi fi cati on and an application, pursuant to
40 CFR 8122.44(m, describing the proposed

di scharge. The application shall, to the
extent possible, be submtted using forns
provi ded by the Adm nistrator, unless another
format is requested by the permtting
authority. |If the privately owned treatnent
wor ks or collection systemuser is different
fromthe permttee, and the permttee agrees
to allow the non-donestic discharge, the user
shall submt the application and the
permttee shall submt the applicable genera
permt nodification request. The application
and request for nodification shall be
submtted at | east six nonths before

aut hori zation to di scharge non-donestic
wastes to the privately owned treat nent works
or collection systemis desired.
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29.
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Transfers by nodification (conply with 40 CFR
8§122.61(a))

Automatic transfers (conply with 40 CFR
8§122.61(b) and section 11-55-34.08(i)(2))

M nor nodification of permts (conply with 40 CFR
8§122. 63)

Term nation of permts (conply with 40 CFR
8122. 64)

Renoved substances (Pursuant to Sections 301 and
405 of the Act and 40 CFR 8125.3(Q))

Solids, sludges, filter backwash, or other
pollutants renoved in the course of treatnment or
control of wastewaters shall be disposed of in a
manner which prevents any pollutant fromthe
materials fromentering state waters.

Avai l ability of reports (Pursuant to Section 308
of the Act)

Except for data determ ned to be confidenti al
under 40 CFR Part 2, all reports prepared in
accordance with the terns of the applicable
general permt shall be available for public

i nspection at the offices of the director. As
required by the Act, permt applications, permts,
and effluent data shall not be considered
confidential.

Cvil and crimnal liability (Pursuant to Section
309 of the Act)

Except as provided in the applicabl e general
permt conditions on "Bypass" (section 17) and
"Upset" (section 18), nothing in the applicable
general permt shall be construed to relieve the
permttee fromcivil or crimnal penalties or
remedi es for nonconpliance.
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O 1 and hazardous substance liability (Pursuant
to Section 311 of the Act)

Not hing in the applicable general permt shall be
construed to preclude the institution of any | egal
action or relieve the permttee from any
responsibilities, liabilities, or penalties to
which the permttee is or may be subject under
Section 311 of the Act.

Federal facility construction (Pursuant to
Section 313(b) of the Act)

Construction shall not be initiated for facilities
for treatnment of wastewater at any federal
property or facility if alternative nethods for
wast ewater treatnment at the property or facility
utilizing innovative treatnent processes and
techni ques, including, but not limted to, nethods
utilizing recycle and reuse techniques and | and
treatment are not utilized, unless the life cycle
cost of the alternative treatnent works exceeds
the life cycle cost of the nost effective
alternative by nore than fifteen per cent.

State law (Pursuant to Section 510 of the Act)

Not hing in the applicable general permt shall be
construed to preclude the institution of any | egal
action or relieve the permttee from any
responsibilities, liabilities, or penalties
establ i shed pursuant to any applicable state | aw
or regul ation.

Severability (Pursuant to Section 512 of the Act)

The provisions of the applicable general permt
are severable and if any provision of the
appl i cabl e general permt, or the application of
any provision of the applicable general permt to
any circunstance, is held invalid, the application
of the provision to other circunstances, and the
remai nder of the applicable general permt, shal
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not be affected thereby.

Notice of Intent Requirenents (conply with section
11-55-34.08)

The follow ng information shall be included in the
notice of intent (NO):

(a)

(b)

(c)

(d)

The | egal nane(s), street address, contact
person's nanme and position title, and

t el ephone and fax nunbers of the owner and
operator and duly authorized representative,
i f applicable.

For a construction activity, the operator is
usual ly the general contractor. 1In this
case, the general contractor's |egal nane,
street address, contact person's nane and
position title, and tel ephone and fax nunbers
shall be submtted to the director with the
NO or thirty days before the start of
construction activities.;

The ownership status as federal, state,
private, public or other entity;

The nane, street address, island, tax map key
nunber (s), contact person's nanme and position
title, and tel ephone and fax nunbers of the
facility or project for which the NO is
subm tt ed;

The nane(s) of the receiving state water(s)
that the effluent enters or will enter, the
| atitude and | ongi tude of each outfall or

di scharge point to the nearest receiving
state water(s) or separate storm water

drai nage system and the classification of
the receiving state water(s).

If the effluent initially enters a separate

storm wat er drai nage system provide the
foll owi ng information:
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(1) The nane of the owner of the drai nage
syst em

(2) The name of the receiving state water
i nto which the drai nage system
di scharges; and

(3) A copy of the permt, |license, or
equi valent witten approval for the
connection granted by the owner(s) of
t he drai nage system

The type of general permt required for the
proposed di schar ge;

The quantity of effluent; the source of the
effluent; and the period of discharge, i.e.
conti nuous, seasonal, occasional, or

ener gency;

A topographic map or maps of the area on 8-
1/2 by 11 inches sized paper extending at

| east one mle beyond the property boundaries
of the site which clearly show the follow ng:

(1) The legal boundaries of the site;

(2) The location and an identification
nunber for each of the site’s existing
and proposed i ntake and di scharge
structures.

I f the intake or discharge structure
associated wth the site is |located | ess
than one mle fromthe construction site
or treatnent systen(s) or control

devi ce(s) associated with the site(s),
show it on the map. |[If not, attach
addi ti onal sheets describing the

| ocation of the structure or disposal
site and identify it on a 7-1/2 mnute
series U S. Geol ogical Survey or other
map corresponding to the location. |If a
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7-1/2 mnute series nmap has not been
published for the site, then use a 15
mnute series map fromthe U S

CGeol ogical Survey. If neither a 7-1/2
nor 15 mnute series map has been
publ i shed for the site, use a plat map
or other appropriate map, including al
of the required information; and

(3) The receiving state water(s) or
recei ving stormwater drainage systen(s)
identified and | abel ed.

A flow chart or line drawing show ng the
general route taken by water in the site from
i ntake to discharge. Show any treatnment
systen(s) or erosion control(s) used or to be
used for new di scharges. The flow
contributed by each source nay be estinated
if no data is avail able; and

A list of existing or pending environnental
permts and corresponding file nunbers.
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NPDES GENERAL PERM T
AUTHORI ZI NG DI SCHARGES OF

STORM WATER ASSCOCI ATED W TH | NDUSTRI AL ACTI VI Tl ES

Cct ober 1997

Coverage under this General Permt

(a)

(b)

(c)

This general permt covers discharges
conposed entirely of stormwater runoff
associated with industrial activity, as
defined in 40 CFR 88122.26(b)(14) (i) through
122.26(b) (14) (i x) and 122.26(b)(14)(xi).

This general permt covers all areas of the
State except for discharges in or to state
waters classified by the departnment as "cl ass
1, inland waters," "class AA, marine waters,"
and areas restricted in accordance with the
State's "No Di scharge" policy in chapter 11-
54 entitled "Water Quality Standards."”

This general permt does not cover the
fol |l ow ng:

(1) Stormwater discharges to a sanitary
sewer system

(2) Stormwater discharges in categories for
whi ch stormwater effluent limtation
gui del i nes have been promnul gated by the
EPA;

(3) Stormwater discharges associated with
construction activities;

(4) Stormwater discharges fromindustri al
facilities which initially enter
separate storm water drai nage systens,
unl ess a permt, license, or equival ent
witten approval for the connection is
granted by the owner(s) of the drainage

systen(s);
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(d)

Term

(a)

(b)
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(5) Storm water discharges for which the
director has issued a notice of general
permt coverage under another general
permt specific to that type of
i ndustrial activity;

(6) Storm water discharges from nunici pa
separate storm water drai nage systens;

(7) Stormwater discharges the director
finds nore appropriately regul ated under
an individual permt; and

(8) Stormwater discharges where the
ci rcunst ances have changed since the
time of the request to be covered so
that the permttee is no | onger
appropriately controll ed under the
general permt, or either a tenporary or
per manent reduction or elimnation of
t he authori zed di scharge i s necessary.

The director may require any pernttee

aut horized by this general permt to apply
for and obtain an individual permt, in
accordance with sections 11-55-34.05 and 11-
55-34. 10.

of General Permt

This general permt becones effective when
section 11-55-34.02 becones effective ten
days after filing with the office of the

I i eutenant governor. This general permt
expires five years after the effective date
or when anmendnents to section 11-55-34.02 are
adopt ed, whichever is earlier.

A notice of general permt coverage under
this general permt expires:

(1) Five years after the effective date of
this general permt;
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(2) Wen the notice of general permt
coverage specifies; or

(3) When anendnents to section 11-55-34.02
are adopt ed,

whi chever is earlier, unless the notice of
general permt coverage is admnistratively
ext ended under section 11-55-34.09(d).

3. Notice of Intent (NO) Requirenents

(a)

(b)

The owner or its duly authorized
representative shall submt a conplete NO no
|ater than thirty days before the proposed
starting date of the discharge or thirty days
before the expiration date of the applicable
noti ce of general permt coverage (NGPC)

The follow ng information shall be included
in the NO:

(1) Information required in section 34 of
appendi x A of chapter 11-55.

(2) Alist of up to four 4-digit Standard
I ndustrial Cassification (SIC) codes
t hat best represent the principal
products or activities of the facility;

(3) Existing quantitative and qualitative
data which describe the concentrations
of pollutants in stormwater discharges.
In cases when this data is not avail able
at the time of NO subm ssion due to
| ack of representative rainfall event
for sanpling, the permttee shal
nmoni tor the next representative rainfal
event and submt the data to the
director of health within thirty days of
t he sanpling;

(4) Afacility site map;
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(5) For a proposed facility, a stormwater
pol lution control plan, which neets the
applicable requirenents as specified in
sections 5 or 6 or both of this general
permt, shall be submtted to the
director within one hundred twenty days
after the issuance of the NGPC or
appl i cant clainmed autonatic coverage as
specified in section 11-55-34.09(e)(2).

An existing facility shall submt its
exi sting or updated storm water

pol lution control plan, which neets the
applicable requirenents as specified in
sections 5 or 6 or both of this general
permt, with the NO. An existing
facility shall continue to inplenent its
stormwater pollution control plan.

(c) The director may require additional
information to be submtted.

(d) The conplete NO shall be submtted to the
director at the foll ow ng address or as
ot herwi se specifi ed:

Director of Health

State Departnent of Health

Envi ronnment al Managenent Di vi sion
Cl ean Water Branch

P. 0. Box 3378

Honol ul u, Hawaii 96801- 3378

St andard Condi tions

The permttee shall conply with the standard
conditions as specified in appendi x A of chapter
11-55.

Special Conditions for Storm Water Pol |l ution
Control Plan

(a) The permttee shall develop and inplenment a
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stormwater pollution control plan to

m nimze the discharge of pollutants in storm
wat er runoff and to maintain conpliance with
conditions of this general permt. The storm
wat er pollution control plan shall identify:

(1) Pollutants potentially present in storm
wat er ;

(2) Pollutant sources (including but not
limted to the identification of non-
storm wat er sources connected to the
storm dr ai nage systen)

(3) Stormwater outfalls and nonitoring
poi nts;

(4) Mnitoring procedures (including quality
assurance and quality control (QA QO
procedures);

(5) Pollutant control procedures;

(6) Spill prevention and response
pr ocedur es;

(7) Existing information regarding
significant | eaks or spills of toxic or
hazardous pollutants at the facility
t hat have taken place within the three
years before the submttal of this
application; and

(8) Any discharge of stormwater resulting
in the discharge of a reportable
quantity for which notification is or
was required pursuant to 40 CFR 8110.6
at anytine since Novenber 16, 1987.

The storm water pollution control plan shal

be mai ntained by the permttee on the site or
at a nearby office.
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(d)
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The operator of the facility or activity
shal | conduct facility inspections as
specified in the Septenber 29, 1995 Feder al
Regi ster, Vol. 60, No. 189, pp. 50804-51319,
to ensure that the stormwater pollution
control plan remains effective. O herw se,
the operator of the facility or activity
shall conduct facility inspections at |east
sem -annually. The permittee shall naintain
a record of:

(1) \Wen inspections are conducted,
(2) The findings of the inspections, and
(3) Any corrective actions taken.

The storm water pollution control plan shal
be revi ewed and updated by the permttee as
often as needed or as required by the
director. The permttee shall report any
changes to the plan to the director within
thirty days of when the changes arise. The
permttee shall maintain docunentation of al
changes made to the plan. The plan and al
acconpanyi ng records, reports, and changes,
shall be retained for a period of at |east
three years after the expiration of this
general permt.

At a minimum following itenms shall be
incorporated into the stormwater pollution
control plan:

(1) A site map identifying drai nage and
di scharge structures; an outline of the
dr ai nage area of each storm water
outfall; paved areas and buil di ngs and
ot her ground cover within those drainage
areas; each past or present area for
out door storage or disposal of
significant materials; each past or
present area of a significant spill (as
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identified in sections 5(a)(7) and
5(a)(8) of this general permt);
structural measures for the control of
stormwater; material |oading and access
areas; where pesticides, herbicides,

soil conditioners and fertilizers are
appl i ed; hazardous waste storage or

di sposal areas; underground injection
wel I's; and the nearest receiving state
wat er (s) ;

A pol lutant control strategy identifying
potential pollution sources and control
strategies used to mnimze the

di scharge of pollutants. The strategy
shal | consider the use of containnment
structures, covering materials by roof
or tarpaulin, preventive maintenance,
good housekeepi ng, waste m nim zati on,
removal of exposed pollutants, and spil
prevention practices;

A spill prevention and response pl an
that identifies facility personnel
responsi ble for its inplenentation and
conforms with the reporting

requi renents. Responsi bl e personnel
shal | be available at all tinmes when the
facility is in operation;

A stormwat er nonitoring plan that
confornms to the requirenents set forth
in section 7 of this general permt.

Al stormwater outfalls shall be
identified and nonitored, unless

ot herw se specified by the director.
Were two or nore outfalls are expected,
based on the features and activities

wi thin the drai nage areas, to convey
substantially simlar stormwater
effluent, the permttee may request to
monitor only one of those outfalls. The
di rector may approve such a request if
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Addi ti onal

(5)

CHAPTER 11-55 APPENDI X B

the permttee denonstrates that the
outfalls nonitored are representative
for the overall storm water discharges
fromthe facility. The justification for
the outfall sanmpling | ocations chosen
shall be incorporated into the
monitoring plan. The permttee shal
sanple for all potentially present
pollutants as identified in the NO; as
listed in Federal Register, Vol. 60, No.
189, pp. 50804-51319, dated Septenber
29, 1995; or the stormwater pollution
control plan. See section 7 for
addi ti onal sanpling requirenents; and

Procedures for inplenenting and
reviewi ng the plan including:

(A) An annual enpl oyee education or
trai ning programthat ensures the
plan will be efficiently
i npl enent ed,;

(B) A protocol for inspections that
ensures the pollutant control
strategy and the spill prevention
and response plan are being
effectively carried out; and

(C© Docunentation procedures for al
i nspections and reviews required in
t he pl an.

The storm water pollution control plan shal
be nodified as needed to conply with the
conditions of the general permt or the
noti ce of general permt coverage or as
required by the director.

Conditions for Facilities Subject to

Super fund Amendnents and Reaut hori zati on Act
(SARA) Section 313 Requirenents.
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The stormwater pollution control plan for
facilities subject to reporting requirenents under
Super fund Amendnents and Reaut hori zati on Act of
1986, Title Ill, Section 313, 42 U.S.C. 811023 for
chem cals which are classified as "Section 313

wat er priority chem cals" in accordance with the
definition in section 6(d) shall describe and
ensure the inplenmentation of practices which are
necessary to provide conformance with the
fol |l ow ng gui del i nes:

(a) In areas where Section 313 water priority
chem cals are stored, processed or otherw se
handl ed, appropriate contai nnment, drainage
control or diversionary structures or both
shal |l be provided. At a mninmm one of the
foll ow ng preventive systens or its
equi val ent shall be used:

(1) Curbing, culverting, gutters, sewers or
ot her forms of drainage control to
prevent or mnimze the potential for
stormwater runoff to conme into contact
with significant sources of pollutants;
or

(2) Roofs, covers or other forns of
protection to prevent storage piles from
exposure to storm water and w nd.

In addition to the m ni num standards |isted under
section 6(a) above, the stormwater pollution
control plan shall include a conplete discussion
of neasures taken to conformw th the foll ow ng
appl i cabl e gui delines, other effective stormwater
pol lution control procedures, and applicable state
rul es, regul ations, and guidelines:

(1) Liquid storage areas where storm water
conmes into contact with any equi pment,
tank, container, or other vessel used
for Section 313 water priority
chem cal s.
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(A) No tank or container shall be used
for the storage of a Section 313
water priority chemcal unless its
mat eri al and construction are
conpatible with the material stored
and conditions of storage such as
pressure and tenperature, etc.

(B) Liquid storage areas for Section
313 water priority chem cals shal
be operated to mnim ze di scharges
of Section 313 chem cal s.
Appropriate nmeasures to mnimze
di scharges of Section 313 chem cals
may i ncl ude secondary contai nnent
provided for at |least the entire
contents of the l|argest single tank
plus sufficient freeboard to all ow
for precipitation, a strong spil
contingency and integrity testing
pl an or ot her equival ent neasures
or bot h.

Mat erial storage areas for Section 313
water priority chem cals other than

i quids which are subject to runoff,

| eaching, or wind shall incorporate

drai nage or other control features which
will mnimze the discharge of Section
313 water priority chem cals by reducing
stormwater contact with Section 313
water priority chem cals.

Truck and rail car |oading and unl oadi ng
areas for liquid Section 313 water
priority chem cals shall be operated to
m ni m ze di scharges of Section 313 water
priority chemcals. Protection such as
over hangs or door skirts to encl ose
trailer ends at truck | oadi ng/ unl oadi ng
docks shall be provided as appropriate.
Appropriate neasures to mnimze

di scharges of Section 313 chenicals may
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i ncl ude: the placenent and nai nt enance
of drip pans (including the proper

di scposal of materials collected in the
drip pans) where spillage may occur
(such as hose connections, hose reels
and filler nozzles) for use when making
and breaki ng hose connections; a strong
spill contingency and integrity testing
pl an; or other equival ent nmeasures or
any conbi nation thereof.

Processing equi pnment and materials
handl i ng equi pnent in facility areas
where Section 313 water priority

chem cals are transferred, processed, or
ot herwi se handl ed shall be operated so
as to mnimze discharges of Section 313
water priority chemcals. Mterials
used in piping and equi prent shall be
conpati ble with substances handl ed.

Drai nage from process and naterial s
handl i ng areas shall mnimze storm

wat er contact with Section 313 water
priority chemcals. Additiona
protection such as covers or guards to
prevent exposure to w nd, spraying or
rel eases frompressure relief vents from
causi ng a di scharge of Section 313 water
priority chem cals to the drainage
system shall be provided as appropriate.
Vi sual inspections or |eak tests shal

be provided for overhead piping
conveying Section 313 water priority
chem cal s wi thout secondary contai nnent.

Di scharges from areas covered by section
6(c)(1), 6(c)(2), 6(c)(3), or 6(c)(4).

(A) Drainage from areas covered by
section 6(c)(1), 6(c)(2), 6(c)(3),
or 6(c)(4) shall be restrained by
val ves or other positive neans to
prevent the discharge of a spill or
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ot her excessive | eakage of Section
313 water priority chem cals.
Where contai nment units are

enpl oyed, the units may be enptied
by punps or ejectors; however,

t hese shall be manual ly activated.

(B) Flapper-type drain valves shall not
be used to drain containment areas.
Val ves used for the drai nage of
cont ai nment areas shall, as far as
is practical, be of manual, open-
and- cl osed desi gn.

(C© If facility drainage is not
engi neered as above, the final
di scharge of all in-facility storm
sewers shall be equi pped to be
equi valent with a diversion system
that could, in the event of an
uncontrolled spill of Section 313
water priority chemcals, return
the spilled material to the
facility.

(D) Records shall be kept of the
frequency and estimated volune (in
gal l ons) of discharges from
cont ai nment ar eas.

(6) O her areas of the facility (those not
addressed in section 6(c)(1), 6(c)(2),
6(c)(3), or 6(c)(4)), fromwhich runoff
whi ch may contain Section 313 water
priority chemcals or spills of Section
313 water priority chemcals could cause
a discharge shall incorporate the
necessary drai nage or other control
features to prevent discharge of spilled
or inproperly disposed material and
ensure the mtigation of pollutants in
runoff or | eachate.
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Al areas of the facility shall be

i nspected at specific intervals for

| eaks or conditions that could lead to
di scharges of Section 313 water priority
chem cals or direct contact of storm
water with raw materials, internediate
materials, waste materials or products.
In particular, facility piping, punps,
storage tanks and bins, pressure
vessel s, process and material handling
equi pnent, and material bul k storage
areas shall be exam ned for any
conditions or failures which could cause
a di scharge.

(A) Inspection shall include
exam nation for |eaks, areas
af fected by w nd, corrosion,
support or foundation failure, or
other forns of deterioration or
noncont ai nment .

(B) Inspection intervals shall be
specified in the plan and shall be
based on design and operati onal
experience. Different areas may
require different inspection
intervals.

(C \Were a |leak or other condition is
di scovered which may result in
significant rel eases of Section 313
water priority chemcals to state
waters, action to stop the |eak or
ot herwi se prevent the significant
rel ease of Section 313 water
priority chemicals to state waters
shall be imredi ately taken or the
unit or process shut down until
such action can be taken.

(D) Wen a | eak or noncontai nment of a
Section 313 water priority chem cal
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has occurred, contani nated soil,
debris, or other material shall be
pronptly renoved and di sposed in
accordance with federal, state, and
| ocal requirenments and as descri bed
in the plan.

Facilities shall have the necessary
security systens to prevent acci dental

or intentional entry which could cause a
di scharge. Security systens descri bed
in the plan shall address fencing,
lighting, vehicular traffic control, and
securing of equi pnent and buil di ngs.

Facility enpl oyees and contractor
personnel that work in areas where
Section 313 water priority chemcals are
used or stored shall be trained in and

i nformed of preventive neasures at the
facility.

(A) Enpl oyee training shall be
conducted at intervals specified in
the plan, but not |less than once a
year, in matters of pollution | aws
and regul ations, and in the storm
wat er pollution control plan and
the particular features of the
facility and its operation which
are designed to mnimze discharges
of Section 313 water priority
chem cal s.

(B) The plan shall designate a person
who is accountable for spill
prevention at the facility and who
will set up the necessary spill
ener gency procedures and reporting
requi renents so that spills and
energency rel eases of Section 313
water priority chem cals can be
i sol ated and contai ned before a
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di scharge of a Section 313 water
priority chem cal can occur

(© The contractor or tenporary
per sonnel shall be informed of
pl ant operation and design features
in order to prevent discharges or
spills from occurring.

The stormwater pollution control plan
for a facility subject to Superfund
Amendnent s and Reaut hori zation Act,
Title I'll, Section 313 requirenents for
chem cals which are classified as
"Section 313 water priority chem cal s"
shall be reviewed and certified by a

i censed professional engineer. A

i censed professional engineer shal
recertify the plan every three years
thereafter or as soon as practical after
significant nodifications are made to
the facility. The |icensed professional
engi neer, having exam ned the facility
and being famliar with the provisions
of this part, shall attest that the
stormwater pollution control plan has
been prepared in accordance with good
engi neering practices. The
certification shall in no way relieve
the permttee of a facility covered by
the plan of their duty to prepare and
fully inplenment the storm water

pol luti on control plan.

(d) "Section 313 water priority chem cal" neans
a chem cal or chem cal categories which

(1)

Are listed at 40 CFR 8372.65 pursuant to
Section 313 of the Title Ill of the
Superfund Anendnents and Reaut hori zation
Act of 1986 also titled the Energency

Pl anni ng and Conmunity Ri ght-to- Know
Act ;
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(2) Are present at or above threshold | evels
at a facility subject to Superfund
Amendnent s and Reaut horization Act,
Title I'll, Section 313 reporting
requi renents; and

(3) Meet at |east one of the follow ng
criteria:

(A) Are listed in Appendix D of 40 CFR
8122 on either Table Il (organic
priority pollutants), Table I1I1
(certain netals, cyanide, and
phenol s) or Table V (certain toxic
pol l utants and hazar dous
subst ances) ;

(B) Are listed as a hazardous substance
pursuant to Section 311(b)(2)(A) of
the Act at 40 CFR 8116.4; or

(C Are pollutants for which the EPA
has published acute or chronic
water quality criteria.

7. Effluent Limtations and Monitoring Requirenments

(a)

The effluent shall be limted and nonitored
by the permttee as specified in Table 34. 1.
(Daily maxi mumeffluent limtations for
saline water apply only when di scharges to
saline water occur and daily maxi mum effl uent
limtations for fresh water apply only when
di scharges to fresh water occur.)

(1)

Sanpling Points

The permttee shall nonitor the storm
water outfalls, prior to mxing with
receiving state water or entering
separate storm water drai nage systens,
as identified in the storm water

pol luti on control plan.
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Col | ection of Sanpl es

(A)

(B)

Sanpl es shall be collected froma
di scharge resulting froma
representative stormas defined in
section 11-55-01.

Sanpl es and neasurenents taken for
t he purposes of nonitoring shall be
representative of the volume and
nature of the total discharge.

Types of Sanpl es

(A)

(B)

Test

(A)

(B)

"Grab sanpl e" neans an individua
sanple collected in the first
fifteen mnutes of a storm event
di schar ge.

"Conposite sanple" neans a

conbi nati on of at |east three
sanpl e aliquots collected at
periodic intervals during the first
hour of a storm event discharge.
The conposite shall be flow
proportional; either the tine

i nterval between each aliquot or
the volune of each aliquot shall be
proportional to either the effluent
flow at the tine of sanpling or
total effluent flow since the
col l ection of the previous aliquot.
Aliquots may be collected nanual ly
or automatically.

Pr ocedures

Test procedures for the analysis of
pollutants shall conformwith
regul ati ons published pursuant to
Section 304(h) of the Act.

Unl ess otherwi se noted in this
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general permt, all pollutant
paraneters shall be determ ned
according to nmethods prescribed in
40 CFR Part 136, pronul gated
pursuant to Section 304(h) of the
Act. Application(s) for the use of
alternative test nmethods shall be
subm tted according to 40 CFR
Section 136. 4.

(C© The detection limt of the test
met hods used shall reflect the
applicable nunerical limtations as
specified in chapter 11-54. If the
test result is not detectable,
indicate that the test result is
"l ess than #," where the # is the
| onest detection limt of the test
nmet hod used.

(D) Recording of Results

The permttee shall conply with

section 14(c) of appendix A for

each neasurenent or sanple taken
pursuant to the requirenents of

this general permt.

Quantity of Flow

The quantity of storm water discharged
W th supporting cal cul ati ons.

Basic Water Quality Criteria and I nspections

(1)

(2)

The permttee shall not cause a
violation of the basic water quality
criteria as specified in section 1 of
appendi x A

The permttee shall tinely inspect the

receiving state waters, effluent, and
control neasures and BMPs to detect
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vi ol ati ons of and conditions which may
cause violations of the basic water
quality criteria as specified in section
1 of Appendix A (e.g. The permttee
shall | ook at effluent and receiving
state waters for turbidity, color,
floating oil and grease, floating debris
and scum nmaterials that will settle,
substances that will produce odor or off
flavor in fish, and itens that may be
toxic or harnful to human or other
life.)

(c) Storm Event Information

The follow ng information shall be collected
for the storm event nonitored:

(1) The date, duration (in hours), and
starting and ending tinmes of the storm
event and

(2) The duration between the storm event
sanpl ed and the end of the previous
nmeasur abl e (greater than 0.1 inch)
rainfall.

Corrective Action

The permttee shall imrediately stop, reduce, or
nodi fy the discharge as needed to stop or prevent
a violation of the basic water quality criteria as
specified in section 1 of appendix A

Reporting Requirenents

(a) In case of conflict between the conditions
stated here and those specified in the
standard general permt conditions, as stated
i n appendi x A of chapter 11-55, the nore
stringent conditions shall apply.

(b) Reporting of Monitoring Results
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(1) Mnitoring results shall be reported on
a discharge nonitoring report (DVR) form
(EPA No. 3320-1). The results of all
nmonitoring required by this general
permt shall be submtted in a formt
whi ch all ows direct conparison with the
[imtations in Table 34.1 and ot her
requi renents of this general permt.

(2) Mnitoring results shall be submtted at
| east annually and be postmarked no
| ater than sixty days after the end of
each nonitoring year. The nonitoring
year shall start on the effective date
of this general permt or other date
specified by the director in witten
correspondence to the pernmttee.

(3) Should there be no discharges during the
nmoni toring period, the discharge
nmonitoring report formshall so state.

Addi tional Mnitoring by the Permttee

If the permttee nonitors any pollutant at

| ocation(s) designated herein nore frequently
than required by this general permt, using
approved anal ytical nethods as specified in
section 7(a)(4)(B), the results of such
nmonitoring shall be included in the

cal cul ation and reporting of the val ues
required in the discharge nonitoring report
form The increased frequency shall al so be
i ndi cat ed.

Si gned copies of nonitoring and all other
reports required by this general permt,
shall be submtted to the director at the
foll owi ng address or as otherw se specified:

Director of Health

State Departnent of Health
Envi ronnment al Managenent Di vi sion
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Cl ean Water Branch
P. O. Box 3378
Honol ulu, H 96801-3378

(e) Reporting of Nonconpliance, Unanticipated
Bypass, or Upset

(1)

(2)

(3)

The permttee or its duly authorized
representative shall orally report any
of the foll ow ng:

(A) Violation of an effluent limtation
specified in Table 34.1 or a basic
water quality criterion specified
in section 7;

(B) Discharge or nonconpliance with
effluent limtations which may
endanger health or the environnent;
or

(© Unanticipated bypass or upset,

when the permttee or its duly
aut hori zed representative becones aware
of the circunstances.

Oral reports shall be nmade by tel ephone
to the Cean Water Branch at (808) 586-
4309 during regular office hours or the
Hawaii State Hospital Operator at (808)
247-2191 outside of regular office

hour s.

A witten report shall be provided
within five days of the tine the
permttee or its duly authorized
representati ve becones aware of the

ci rcunstances. The witten report shal
i ncl ude:

(A) A description of the nonconpliance,
unanti ci pated bypass, or upset and
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its cause;

(B) The period of nonconpliance,
unanti ci pated bypass, or upset
i ncl udi ng exact dates and tines;

(© If the nonconpliance, unanticipated
bypass, or upset has not been
corrected, the anticipated tine it
is expected to continue; and

(D) Steps taken or planned to reduce,
el imnate, and prevent reoccurrence
of the nonconpliance, unantici pated
bypass, or upset.

(4) The director nay waive the witten
report on a case-by-case basis if the
oral report has been received within
twenty-four hours.

(f) Planned Changes

Any pl anned physical alterations or additions
to the permtted facility, not covered by 40
CFR 8122.41(1) (1) (i), (ii), and (iii) shal

be reported to the director on a quarterly
basi s.

Addi ti onal Conditions

The director may inpose additional conditions
under section 11-55-34.09(b).

Record Retention

Al'l records and information resulting fromthe
nmonitoring activities required by this general
permt including all records of anal yses perforned
and calibration and mai ntenance of instrunentation
shall be retained for a mnimm of three years or

| onger if requested by the director.
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Fal si fyi ng Report

Knowi ngly maeki ng any fal se statenment on any report
required by this general permt may result in the
i mposition of crimnal penalties as provided for
in Section 309 of the Act and in section 342D 35,
HRS.
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TABLE 34.1

EFFLUENT LI M TATI ONS AND M NI MUM MONI TORI NG
REQUI REMENTS FOR STORM WATER DI SCHARGES

Ef f | uent Ef f | uent M ni mum Type of
Par aret er Limtation Moni tori ng Sanpl e
{1} Fr equency
Fl ow ( M3D) {2} Annual | y Cal cul ated or
Esti mat ed

Bi ocheni cal Oxygen {2} Annual | y Grab/ Conposite
Demand (5-day)
(no/ 1)
Chem cal Oxygen {2} Annual | y Grab/ Conposite
Demand (ng/ 1)
Total Suspended {2} Annual | y Grab/ Conposite
Solids (ng/l)
Total Phosphorus {2} Annual | y Grab/ Conposite
(no/ 1)
Total Nitrogen {2} Annual | y Grab/ Conposite
(no/ 1)
Nitrate+tNitrite {2} Annual | y Grab/ Conposite
Ni trogen (ng/l)
Ol and G ease 15 Annual | y Grab
(no/ 1)
pH (standard units) {3} Annual | y Grab
Toxi ¢ Pol lutants {5} Annual | y {6}
{4}

McD = mllion gallons per day
ng/l = mlligrams per liter

NOTES:

{1} Pollutant concentration |evels shal
be outside the ranges
nmeasured | evel s
[imts or are outside
be reported to the director as

the ef fl uent
indicated in the table.
whi ch exceed t hose effluent
t hose ranges shal

limts or

Actual or
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{2}

{3}

{4}

{5}

{6}
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required in section 9(e) of this general permt.

No limtation at this tine. Only nonitoring and
reporting required.

The pH val ue shall not be outside the range as
specified in chapter 11-54 for the applicable
classification of the receiving state waters.

Toxic pollutants, as identified in Appendi x D of
the 40 CFR Part 122; in the Federal Register, Vol.
60, No. 189, pp. 50804-51319, dated Septenber 29,
1995; or in section 11-54-04 need only be anal yzed
if they are identified as potential pollutants
requiring nonitoring in the stormwater pollution
control plan.

Effluent limtations are the acute water quality
standards established in section 11-54-04, for
either fresh or saline waters. For pollutants

whi ch do not have established acute water quality
standards, any detected concentration greater than
0.01 ng/l shall be reported.

Cyani de and the volatile fraction of the toxic
organi ¢ conpounds shall be sanpled by grab sanple.
Al'l other pollutants, as identified in Appendix D
of the 40 CFR Part 122; in Federal Register Vol.
60, No. 189, pp. 50804-51319, dated Septenber 29,
1995; or in section 11-54-04 shall be sanpl ed by
conposite sanpl e.
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NPDES GENERAL PERM T
AUTHORI ZI NG DI SCHARGES OF

STORM WATER ASSCOCI ATED W TH CONSTRUCTI ON ACTI VI TY

Cct ober 1997

Coverage under this General Permt

(a)

(b)

(c)

This general permt covers discharges
conposed entirely of stormwater runoff
associated with construction activity,

i ncludi ng clearing, grading, and excavati on,
except operations that result in the

di sturbance of less than five acres of total
| and area, which are not part of a |arger
common pl an of devel opment or sale.

This general permt covers all areas of the
State except for discharges in or to state
waters classified by the departnment as "cl ass
1, inland waters,"” "class AA narine waters,"
and areas restricted in accordance with the
State's "No Discharge" policy in chapter 11-
54 entitled "Water Quality Standards."”

This general permt does not cover the
fol | ow ng:

(1) Stormwater discharges to a sanitary
sewer system

(2) Stormwater discharges that are
regul ated by existing individual
permts;

(3) Stormwater discharges in categories for
whi ch stormwater effluent limtation
gui del i nes have been pronul gated by the
EPA;

(4) Storm water discharges froma

construction activity which initially
enter separate storm water drainage
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Term

(a)

(b)
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systens, unless a permt, license, or
equi valent witten approval for the
connection is granted by the owner(s) of
t he drai nage systen(s);

(5) Stormwater discharges for which the
di rector has issued a notice of general
permt coverage under another general
permt specific to that type of
construction or industrial activity; and

(6) Stormwater discharges that the director
finds nore appropriately regul ated under
an individual permt.

The director may require any permttee

aut horized by this general permt to apply
for and obtain an individual permt, in
accordance with sections 11-55-34.05 and 11-
55-34. 10.

of CGeneral Permt

This general permt becones effective when
section 11-55-34.02 becones effective ten
days after filing with the office of the

| i eutenant governor. This general permt
expires five years after the effective date
or when anmendnents to section 11-55-34.02 are
adopt ed, whichever is earlier.

A notice of general permt coverage under
this general permt expires:

(1) Five years after the effective date of
this general permt;

(2) Wen the notice of general permt
coverage specifies; or

(3) Wen anendnments to section 11-55-34.02
are adopt ed,
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whi chever is earlier, unless the notice of
general permt coverage is admnistratively
ext ended under section 11-55-34.09(d).

3. Notice of Intent (NO) Requirenents

(a)

(b)

The owner or its duly authorized
representative shall submt a conplete NO no
|ater than thirty days before the proposed
starting date of the discharge or thirty days
before the expiration date of the applicable
noti ce of general permt coverage (NGPC)

The follow ng information shall be included
in the NO:

(1) Information required in section 34 of
appendi x A of chapter 11-55.

(2) A construction site best managenent
practice (BWMP) plan containing, at a
m nimum the follow ng information:

(A) A site characterization report
whi ch describes at a mninmum the
hi story of the |land use at the
proposed construction site, the
potential pollution source(s) in
the history and fromthe operation
of the proposed construction
activity, the potenti al
pol l utant (s) present at the
existing site, and any proposed
corrective neasures;

(B) A description of the nature of the
construction activity, including a
proposed tinetable for major
activities wwth the date when the
contractor will begin the site
di st ur bance;

(C The total area of the site and the
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(D

(E)

(F)

qe)

(H

area of the site that is expected
t o undergo excavation or grading;

The quantity of storm water runoff,
Wi th supporting cal cul ati ons;

A description of the nature of the
fill material to be used and

exi sting data describing the soil
or the quality of any discharge
fromthe site;

A site map showi ng, at a mninmum
approxi mate sl opes anti ci pated
after major grading activities,
areas of soil disturbance, areas of
cut and fill, drainage patterns,
areas used for the storage of soils
or wastes, the |ocation where
stabilization practices are
expected to occur, the |ocation of
all structural controls, the areas
where vegetative practices are to
be i nplenmented, the |ocation of

i mpervi ous structures (including
bui | di ngs, roads, parking lots,
etc.) after construction is

conpl eted, wetlands and ot her state
wat er (s), and the boundaries of
100-year flood plains, if

det er m ned;

Descriptions of construction
managenent techni ques, vegetation
controls, and structural controls.
At a mninmum the requirenment
listed in section 9 of this general
permt nust be addressed;

A brief description of County
erosi on and sedi ment control

requi renents as appropriate for the
activity and a schedul e for
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i npl enenti ng each contr ol

(I) A site-specific plan to mnim ze
erosion of soil and di scharge of
other pollutants into state waters,
i ncl udi ng renoval procedures for
the construction site BMPs, shal
be submtted to the director with
the NO or thirty days before the
start of construction activities.
The plan nust be signed in
accordance wth section 11-55-
34.08(e) and be kept at the
construction site;

(J) Descriptions of nmeasures that wll
m nim ze the discharge of
pollutants via storm water
di scharges after construction
oper ati ons have been fi ni shed.
Exanpl es i nclude: open, vegetated
swal es and natural depressions;
structures for storm water
retention, detention, or recycle;
vel ocity dissipation devices to be
pl aced at the outfalls of detention
structures or along with the length
of outfall channels; and ot her
appropri ate neasures; and

(K)y The identification of all non-storm
wat er sources that connect to the
storm wat er drai nage system and
non-storm water pollution
prevention neasures that will be
i npl enment ed during construction.

(c) The director may require additional
information to be submtted.

(d) The conplete NO shall be submtted to the

director at the foll ow ng address or as
ot herwi se specifi ed:
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Director of Health

State Departnent of Health

Envi ronnment al Managenent Di vi sion
Cl ean Water Branch

P. 0. Box 3378

Honol ul u, Hawaii 96801- 3378

St andard Condi ti ons

The permttee shall conply with the standard
conditions as specified in appendi x A of chapter
11-55.

| mpl ement ation of the Construction Site Best
Managenent Practice (BWMP) Pl an

(a)

(b)

The construction site BMP plan shall be
desi gned, operated, inplenented, and

mai ntai ned by the permttee to insure that
storm wat er di scharges associated with
construction activities will not cause
applicable state water quality standards to
be vi ol at ed.

The permttee shall inplenment the
construction site BMP plan as often as needed
to inprove the quality of effluent discharges
or when instructed by the director.

Basic Water Quality Criteria and I nspections

(a)

(b)

The permttee shall not cause a violation of
the basic water quality criteria as specified
in section 1 of appendix A

The permttee shall tinely inspect the
receiving state waters, effluent, and control
measures and BMPs to detect violations of and
conditions which may cause violations of the
basic water quality criteria as specified in
section 1 of Appendix A (e.g. The pernittee
shall | ook at effluent and receiving state
waters for turbidity, color, floating oil and
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grease, floating debris and scum naterials
that will settle, substances that wll
produce odor or off flavor in fish, and itens
that may be toxic or harnful to human or
other life.)

Corrective Action

The permttee shall inmediately stop, reduce, or
nodi fy construction, or inplenent new or revised
BMPs as needed to stop or prevent a violation of
the basic water quality critera as specified in
section 1 of appendix A

Reporting Requirenents

The permttee shall inmediately notify the
director of the incident and identify the

pol l utant (s) source(s) and the proposed and

i npl enented control or mtigative neasures as
required in section 16 of appendi x A of chapter
11-55.

Special Conditions for Land D sturbances

The follow ng special conditions apply to all |and
di st ur bance wor k conducted under this general
permt:

(a) Construction Managenent Techni ques

(1) dearing and grubbing shall be held to
t he m ni num necessary for gradi ng and
equi pnent operation.

(2) Construction shall be sequenced to
mnimze the exposure tinme of the
cl eared surface area.

(3) Construction shall be staged or phased
for large projects. Areas of one phase
shal | be stabilized before another phase
can be initiated. Stabilization shal
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be acconplished by tenporarily or
permanent|ly protecting the disturbed
soil surface fromrainfall inpacts and
runof f.

Er osi on and sedi nent control neasures
shall be in place and functional before
earth novi ng operations begin. These
measures shall be properly constructed
and mai nt ai ned t hroughout the
construction period. Tenporary neasures
may be renoved at the beginning of the
wor k day, but shall be replaced at the
end of the work day.

Al'l control neasures shall be checked
and repaired as necessary, for exanple,
weekly in dry periods and within twenty-
four hours after any rainfall of 0.5
inches or greater within a 24-hour
period. During prolonged rainfall,
daily checking is necessary. The
permttee shall maintain records of
checks and repairs.

The permttee shall maintain records of
the duration and estinmated vol une of
storm wat er di scharge(s).

A specific individual shall be
designated to be responsible for erosion
and sedi nent controls on each project
site.

Veget ation Controls

(1)

(2)

Pre-construction vegetative ground cover
shal | not be destroyed, renoved, or

di sturbed nore than twenty cal endar days
prior to site disturbance.

Tenporary soil stabilization with
appropriate vegetation shall be applied
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on areas that will renmmin unfinished for
nore than thirty cal endar days.

(3) Permanent soil stabilization with
perenni al vegetation shall be applied as
soon as practical after final grading.

(c) Structural Controls

(1) Stormwater flow ng toward the
construction area shall be diverted by
usi ng appropriate control neasures, as
practical .

(2) Erosion control neasures shall be
desi gned according to the size of
di sturbed or drainage areas to detain
runoff and trap sedi nent.

(3) Water nust be discharged so that the
di scharge does not cause erosion

Addi ti onal Conditions

The director may inpose additional conditions
under section 11-55-34.09(Db).

Record Retention

All records and information resulting fromthe
activities required by this general permt shal

be retained for a mninmumof three years or |onger
if requested by the director.

Fal si fyi ng Report

Knowi ngly maki ng any fal se statenment on any report
required by this general permit may result in the
i mposition of crimnal penalties as provided for
in Section 309 of the Act and in section 342D 35,
HRS.
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NPDES GENERAL PERM T
AUTHORI ZI NG DI SCHARGES OF
TREATED EFFLUENT FROM LEAKI NG

UNDERGROUND STORAGE TANK REMEDI AL ACTI VI TI ES

Cct ober 1997

Coverage under this CGeneral Permt

(a)

(b)

(c)

(d)

This general permt covers only facilities
wher e petrol eum hydrocarbons have been

rel eased from underground storage tanks and
the cleanup (or renedial action) involves a
rel ease or discharge of treated ground water
to state waters.

This general permt covers all areas of the
State except for discharges in or to state
waters classified by the departnment as "cl ass
1, inland waters,"” "class AA, marine waters,"
and areas restricted in accordance with the
State's "No Di scharge" policy in chapter 11-
54 entitled "Water Quality Standards."”

This general permt does not cover the
fol | ow ng:

(1) Discharges to a sanitary sewer system
and

(2) Discharges which initally enter separate
storm wat er drai nage systens, unless a
permt, license, or equivalent witten
approval for the connection is granted
by the owner(s) of the drai nage

systen(s).

The director may require any permttee

aut horized by this general permt to apply
for and obtain an individual permt, in
accordance with sections 11-55-34.05 and 11-
55-34. 10.
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2. Term of General Permt

(a)

(b)

This general permt becones effective when
section 11-55-34.02 becones effective ten
days after filing with the office of the

I i eutenant governor. This general permt
expires five years after the effective date
or when anmendnents to section 11-55-34.02 are
adopt ed, whichever is earlier.

A notice of general permt coverage under
this general permt expires:

(1) Five years after the effective date of
this general permt;

(2) Wen the notice of general permt
coverage specifies; or

(3) When anmendnents to section 11-55-34.02
are adopt ed,

whi chever is earlier, unless the notice of
general permt coverage is admnistratively
ext ended under section 11-55-34.09(d).

3. Notice of Intent (NO) Requirenents

(a)

(b)

The owner or its duly authorized
representative shall submt a conplete NO no
|ater than thirty days before the proposed
starting date of the discharge or thirty days
before the expiration date of the applicable
noti ce of general permt coverage (NGPC)

The follow ng information shall be included
in the NO:

(1) Information required in section 34 of
appendi x A of chapter 11-55.

(2) Alist of up to four 4-digit Standard
I ndustrial Cassification (SIC) codes
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(4)
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t hat best represent the principal
products or activities of the facility;

The quantitative data on pollutants that
t he owner or operator of the facility
knows or reasonably should know are or
will be present in the discharge and for
whi ch pollutants numerical criteria for
the existing or proposed receiving state
waters are specified in section 11-54-
04.

A treatnment system operations plan which
specifies the treatnent systemto be
used and describes its operation in
detail. |If any treatnent technology is
bei ng consi dered ot her than the
Granul ar- Acti vated Carbon Process or the
Air-Stripping Process, then additional
technical information on the technol ogy
which is consistent with this permt
shall be submtted to the director for
review as soon as the decision for its
use has been made. The pl an shal

i nclude a contingency plan to be
activated in the event of an energency;
provi sions for system shut-down and any
ot her nmeasures for the protection of
health and safety of enpl oyees and the
public; a sanpling plan; and a detail ed
schedul e for sanpling and anal ysi s of
the treated groundwater. The treatnent
system operations plan shall be nodified
as required by the director;

A certification report certifying the
adequacy of each conponent of the
proposed treatnent facility along with
t he associ ated Treatnment System
Qperations Plan. This report shal
descri be accepted engi neering practice
of how the process and physical design
of the treatnment facilities will ensure

55-D-3



CHAPTER 11-55 APPENDI X D

conpliance with this general permt.
The design engi neer’s signature and

pr of essi onal engi neering |icense nunber
shall be placed on the report. Each
report shall also certify that:

(A Al of the treatnment facility's
startup and operation instruction
manual s are adequate and avail abl e
to operating personnel;

(B) Al treatnent facility maintenance
and testing schedul es are included
inthe treatnent facility Treatnent
System Qperations Pl an; and

(C Effluent sanpling |ocations and
ports are located in areas where
sanpl es representati ve of the waste
streamto be nonitored can be
obt ai ned.

(6) The average and maxi mumdaily flow rates
of effluent discharge; and

(7) The best estimate of the date(s) on
which the facility will begin and
term nate the discharge.

(c) The director may require additional
information to be submtted.

(d) The conplete NO shall be submtted to the
director at the foll ow ng address or as
ot herwi se specifi ed:

Director of Health

State Departnent of Health

Envi ronnment al Managenent Di vi sion
Cl ean Water Branch

P. 0. Box 3378

Honol ul u, Hawaii 96801- 3378
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St andard Condi ti ons

The permttee shall conply with the standard
conditions as specified in appendi x A of chapter
11-55.

Effluent Limtations and Monitoring Requirenents

(a)

The effluent shall be limted and nonitored
by the permttee as specified in Table 34. 2.
(Daily maxi mumeffluent Iimtations for
saline water apply only when di scharges to
saline water occur and daily maxi mum ef fl uent
limtations for fresh water apply only when
di scharges to fresh water occur.)

(1)

(2)

(3)

Sanpl i ng Poi nt

Ef fl uent sanples shall be taken at the
near est accessi ble point after final
treatnment and prior to actual discharge
or mxing with the receiving state
wat er s.

Col | ection of Sanpl es

Sanpl es and neasurenents taken for the
pur poses of nonitoring shall be
representative of the volume and nature
of the total discharge.

Types of Sanpl es

(A) "Gab sanmple" nmeans an i ndivi dual
sanple collected within the first
fifteen mnutes of a discharge.

(B) "Conposite sanple" neans a
conbi nati on of a |east eight
sanpl es aliquots, collected at
periodic intervals during the
operating hours of the facility
over a 24-hour period. The
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Test

(A)

(B)

(O

(D

conposite nust be flow
proportional; either the tine

i nterval between each aliquot or

t he volune of each aliquot nust be
proportional to either the effluent
flow at the tine of sanpling or
total effluent flow since the
col l ection of the previous aliquot.
Aliquots may be coll ected nanual |y
or automatically.

Pr ocedur es

Test procedures for the analysis of
pollutants shall conformwith
regul ati ons published pursuant to
Section 304(h) of the Act.

Unl ess otherwise noted in this
general permt, all pollutant
paranmeters shall be determ ned
according to nmethods prescribed in
40 CFR Part 136, pronul gated
pursuant to Section 304(h) of the
Act. Application(s) for the use of
alternative test nmethods shall be
subm tted according to 40 CFR

136. 4.

The detection Ilimt of the test

nmet hods used nust reflect the
applicable nunerical limtations as
specified in chapter 11-54. If the
test result is not detectable,
indicate that the test result is
"less than #," where the # is the

| onest detection limt of the test
met hod used.

Recordi ng of Results

The permttee shall conply with
section 14(c) of appendix A for
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(b)

(c)

(d)
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each neasurenent or sanple taken
pursuant to the requirenents of
this general permt.

Basic Water Quality Criteria and I nspections

(1) The permttee shall not cause a
violation of the basic water quality
criteria as specified in section 1 of
appendi x A

(2) The permttee shall tinely inspect the
receiving state waters, effluent, and
control neasures and BMPs to detect
vi ol ations of and conditions which may
cause violations of the basic water
quality criteria as specified in section
1 of Appendix A (e.g. The permttee
shall | ook at effluent and receiving
state waters for turbidity, color,
floating oil and grease, floating debris
and scum nmaterials that will settle,
substances that will produce odor or off
flavor in fish, and itens that may be
toxic or harnful to human or other
life.)

There shall be no visible oil sheen in the
ef fl uent.

The permttee shall take all reasonabl e steps
to mnimze or prevent any discharge, use, or
di sposal of sludge or sedinments in violation
of this general permt or applicable |Iaw

Sl udge, sedinents, or any other material
generated by any treatnent process nust be

di sposed of in a manner which prevents its
entrance into or pollution of any state
waters. Additionally, the disposal of such
sludge or other material shall be in
conpliance with 40 CFR Parts 501 and 503.

Whol e Effluent Toxicity Limtations And Monitoring
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Requi renent s

(a)

(b)

Moni t ori ng Requirenents

(1)

(2)

(3)

(4)

The permttee shall conduct, or have a
contract |aboratory conduct, static or
fl owthrough acute bi oassays on
conposite effluent sanples according to
t he net hods described in Methods for
Measuring the Acute Toxicity of
Effluents to Freshwater and Marine

O gani sns ( EPA 600/ 4-90/ 027F, August
1993) .

Tests shall be conducted in one hundred
per cent effluent for a period of

ni nety-si x hours unl ess the mnethods
specify a shorter period for a
definitive test for a particular species
(e.g. forty-eight hours for daphnia).

|f static tests are used, the daily
renewal solutions shall be fresh 24-hour
conposite sanples, unless sanples are
shi pped off-island to a contract

| aboratory in which case one 24-hour
conposite sanple may be used for al
renewal s. Tests using locally avail able
speci es may be conducted at anbi ent

t emper at ure.

Test results for each species used shal
be reported on the permttee's nonthly
di scharge nonitoring report form
Results shall be reported as per cent
survival with respect to controls.

Speci es Sel ection and Wiol e Effluent Toxicity
Limtation

The permttee shall select three species for
monitoring fromthe EPA Met hods manual
referenced above, or fromthe follow ng |ist
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of locally avail able species, and submt the
selection to the director for approval within
thirty days after the initial conmencenent of
the discharge. The permttee nust obtain
approval in witing fromthe director before
changing the three species after the initial
notification. The nonitoring shall be
conducted at a mninmum on one of the three
sel ect ed speci es each nonth. The three

sel ected species shall be rotated on a
nmont hl y basi s.

Species and Life Stage Whol e Effl uent
Toxicity
Limtation
(1) WATER FLEA (1-24 HOURS)
Ceri odaphni a dubi a 80% survival in
100% ef f | uent

(2) SHRIMP (0-14 DAYS POST LARVAL)

Penaeus vannanei 80% survival in
100% ef f | uent
Penaeus nobnodon 80% survival in

100% ef f | uent

Ceri odaphnia may be used in freshwater only.
Penaeus vannanei may be acclimted for use in
fresh, brackish, or marine water. Penaeus
nonodon rmay be used in brackish or marine
water. |If necessary, the salinity of a

di scharge may be adjusted using salts to
allow testing with mari ne speci es.

Toxi city Reduction Eval uation

(1) Increase Mnitoring and Reporting
Requi renent s

If the permttee violates the whol e
effluent toxicity limtation, the
permttee shall increase the nonitoring
frequency and reporting to once per
week. The nonitoring frequency and
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reporting shall remain at once per week
until the permttee has conplied with
the whole effluent toxicity limtation
Si X consecutive tines.

(2) Toxicity Reduction Evaluation Plan

If the permttee has two consecutive
failures of the whole effluent toxicity
[imtation during the weekly sanpling,
or if requested by the director, the
permttee shall submt, within forty-
five days after the second failure or
the request by the director, a plan and
schedul e for conducting a toxicity
reduction evaluation. The toxicity
reducti on eval uati on, when conpl et ed,
shal|l determ ne the source of toxicity
and how the permttee can conply with
the whole effluent toxicity limtation,
i ncl udi ng an i npl enentati on schedul e.
After approval of the plan by the
director, the permttee shall conduct
the evaluation within the specified tine
frames. Upon conpletion of the toxicity
reduction evaluation, the director may
require the permttee to apply for and
obtain an individual permt, as
described in section 11-55-34.05, in
order to incorporate appropriate permt
condi tions and conpliance schedul es.

Corrective Action

The permttee shall inmediately stop, reduce, or
nodi fy the discharge as needed to stop or prevent
a violation of the basic water quality critera as
specified in section 1 of appendix A

Reporting Requirenments

(a) In case of conflict between the conditions
stated here and those specified in the
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(b)

(c)

(d)
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standard general permt conditions, as stated
i n appendi x A of chapter 11-55, the nore
stringent conditions shall apply.

Reporting of Monitoring Results

(1) Mnitoring results shall be reported on
a discharge nonitoring report (DVR) form
(EPA No. 3320-1). The results of all
nmonitoring required by this general
permt shall be submtted in a formt
whi ch allows direct conparison with the
[imtations in Table 34.2 and ot her
requi renents of this general permt.

(2) Mnitoring results obtained during the
previ ous cal endar nonth shall be
postmarked no | ater than the twenty-
ei ghth day of the nonth follow ng the
conpl eted reporting period.

(3) Should there be no discharges during the
nmoni toring period, the discharge
monitoring report formshall so state.

Addi tional Mnitoring by the Permttee

If the permttee nonitors any pollutant at

| ocation(s) designated herein nore frequently
than required by this general permt, using
approved anal ytical methods as specified in
section 5(a)(4)(B), the results of such
nmonitoring shall be included in the

cal cul ation and reporting of the val ues
required in the discharge nonitoring report
form The increased frequency shall al so be
i ndi cat ed.

Si gned copies of nmonitoring and all other
reports required by this general permt,
shall be submitted to the director at the
foll ow ng address or as otherw se specified:
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Director of Health

State Departnent of Health

Envi ronnment al Managenent Di vi sion
Cl ean Water Branch

P. O Box 3378

Honol ul u, H 96801-3378

(e) Reporting of Nonconpliance, Unanticipated
Bypass, or Upset

(1)

(2)

(3)

The permttee or its duly authorized
representative shall orally report any
of the foll ow ng:

(A) Violation of an effluent limtation
specified in Table 34.2 or a basic
water quality criterion specified
in section 5;

(B) Discharge or nonconpliance with
effluent Iimtations which may
endanger health or the environnent;
or

(© Unanticipated bypass or upset,

when the permttee or its duly
aut hori zed representative becones aware
of the circunstances.

Oral reports shall be nmade by tel ephone
to the Cean Water Branch at (808) 586-
4309 during regul ar office hours or the
Hawaii State Hospital Operator at (808)
247-2191 outside of regular office

hour s.

A witten report shall be provided
within five days of the tine the
permttee or its duly authorized
representative becones aware of the

ci rcunstances. The witten report shal
i ncl ude:
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(A) A description of the nonconpliance,
unanti ci pated bypass, or upset and
its cause;

(B) The period of nonconpliance,
unanti ci pated bypass, or upset
i ncl udi ng exact dates and tines;

(C© If the nonconpliance, unanticipated
bypass, or upset has not been
corrected, the anticipated tine it
is expected to continue; and

(D) Steps taken or planned to reduce,
el imnate, and prevent reoccurrence
of the nonconpliance, unantici pated
bypass, or upset.

(4) The director nay waive the witten
report on a case-by-case basis if the
oral report has been received within
twenty-four hours.

Pl anned Changes

Any pl anned physical alterations or additions
to the permtted facility, not covered by 40
CFR 8122.41(1) (1) (i), (ii), and (iii) shal

be reported to the director on a quarterly
basi s.

Reporting of Chem cal Uses

The permttee shall submt to the director by
January 28 of each year an annual summary of
the quantities of all chem cals (including
the material safety data sheet (MSDS)),
listed by both chem cal and trade nanes,

whi ch are used in ground water treatnent and
whi ch are di scharged.

Schedul e of Mai nt enance
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The permttee shall submt a schedule for
approval by the director at |east fourteen
days prior to any mai ntenance of facilities
whi ch mght result in exceedance of effl uent
[imtations. The schedule shall include a
description of the nmaintenance and its
reason; the period of nmaintenance, including
exact dates and tinmes; and steps taken or

pl anned to reduce, elimnate, and prevent
occurrence of nonconpli ance.

Addi ti onal Conditions

The director may inpose additional conditions
under section 11-55-34.09(b).

Record Retention

Al records and information resulting fromthe
nmonitoring activities required by this general
permt including all records of anal yses perforned
and calibration and mai ntenance of instrunentation
shall be retained for a mnimm of three years or

| onger if requested by the director.

Fal si fyi ng Report

Know ngly maeki ng any fal se statenent on any report
required by this general permt may result in the
i mposition of crimnal penalties as provided for
in Section 309 of the Act and in section 342D 35,
HRS.
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TABLE 34. 2

EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS FOR

DI SCHARGE OF TREATED EFFLUENT FROM
LEAKI NG UNDERGROUND STORACGE TANK REMEDI AL ACTI VI TI ES

Ef fl uent Limitations Moni t ori ng Requi renents
Ef f | uent {1}
Par anet er
For Saline | For Fresh M ni mum Type of
Wt er Wt er Fr equency Sanpl e
Fl ow ( GPD) {2} {2} Conti nuous | Cal cul ated or
Esti mat ed

Tot al {2} {2} Weekl y G ab
Pet r ol eum
Hydr ocar bons
as Gasoline
(nmo/1) {3}
Tot al {2} {2} Weekl y G ab
Pet r ol eum
Hydr ocar bons
as Diesel
(nmo/1) {3}
Benzene (ng/l) 1.7 1.8 Weekl y G ab
{4}
Tol uene (ng/l) 2.1 5.8 Weekl y G ab
{4}
Xyl enes (ng/l) {2} {2} Weekl y G ab
{4}
Et hyl benzene 0.14 11 Weekl y G ab
(no/ 1) {4}
Lead (mg/l) 0.14 0. 029 Weekl y G ab
Organi c Lead {2} {2} Weekl y G ab
(nmo/ 1) {5}
pH (standard {6} Weekl y G ab
units)
VWhol e Effluent| 80% survival in 100% Mont hl y Conposite
Toxicity ef fluent {7}

GPD = gal | ons per day
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=mlligrans per liter

NOTES:

{1}

{2}

{3}

{4}

{5}

{6}

{7}

Pol | utant concentration | evels shall not exceed
the effluent limts or be outside the ranges
indicated in the table. Actual or neasured | evels
whi ch exceed those effluent limts or are outside
t hose ranges shall be reported to the director as
required in section 8(e) of this general permt.

No limtation at this tinme. Only nonitoring and
reporting required.

EPA et hods 5030/ 8015 shall be used for

nmeasur enent of Total Petrol eum Hydrocarbons as
Gasol i ne and EPA net hods 3550/ 8015 shall be used
for measurenent of Total Petroleum Hydrocarbons as
D esel .

EPA net hods 5030/ 8015, or 5030/8020, or 5030/ 8240,
or 602, or 624, shall be used for neasurenent of
benzene, ethyl benzene, and tol uene. EPA nethod
8240, or an equival ent nethod, shall be used for

t he neasurenent of xyl enes.

The nethod for neasuring for organic |ead shall be
the one referenced in the State of Hawaii's
Techni cal Gui dance Manual for Underground Storage
Tank Cl osure and Rel ease Response (Septenber

1992).

The pH val ue shall not be less than 6.0 or higher
than 9.0 standard units.

Whol e Effl uent Toxicity testing shall be perforned

in accordance with the provisions of section 6 of
this general permt.
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NPDES GENERAL PERM T
AUTHORI ZI NG DI SCHARGES OF
ONCE THROUGH COCLI NG WATER

LESS THAN ONE (1) M LLI ON GALLONS PER DAY

Cct ober 1997

Coverage under this CGeneral Permt

(a)

(b)

(c)

(d)

This general permt covers only once through
cool ing water discharges of a total flow of

| ess than one mllion gallons per day (ngd)
to state waters. "Once through cooling

wat er” means water passed through the main
cool i ng condensers one or two tines for the
pur pose of renoving waste heat.

This general permt covers all areas of the
State except for discharges in or to state
waters classified by the departnment as "cl ass
1, inland waters,"” "class AA narine waters,"
and areas restricted in accordance with the
State's "No Discharge" policy in chapter 11-
54 entitled "Water Quality Standards."”

This general permt does not cover the
fol | ow ng:

(1) Discharges to a sanitary sewer system
and

(2) Discharges which initially enter
separate storm water drai nage systens,
unl ess a permt, license, or equivalent
witten approval for the connection is
granted by the owner(s) of the drainage

systen(s).

The director may require any pernittee

aut horized by this general permt to apply
for and obtain an individual permt, in
accordance with sections 11-55-34.05 and 11-
55-34. 10.
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2. Term of General Permt

(a)

(b)

This general permt becones effective when
section 11-55-34.02 becones effective ten
days after filing with the office of the

I i eutenant governor. This general permt
expires five years after the effective date
or when anmendnents to section 11-55-34.02 are
adopt ed, whichever is earlier.

A notice of general permt coverage under
this general permt expires:

(1) Five years after the effective date of
this general permt;

(2) Wen the notice of general permt
coverage specifies; or

(3) When anmendnents to section 11-55-34.02
are adopt ed,

whi chever is earlier, unless the notice of
general permt coverage is admnistratively
ext ended under section 11-55-34.09(d).

3. Notice of Intent (NO) Requirenents

(a)

(b)

The owner or its duly authorized
representative shall submt a conplete NO no
|ater than thirty days before the proposed
starting date of the discharge or thirty days
before the expiration date of the applicable
noti ce of general permt coverage (NGPC)

The follow ng information shall be included
in the NO:

(1) Information required in section 34 of
appendi x A of chapter 11-55.

(2) Alist of up to four 4-digit Standard
I ndustrial Cassification (SIC) codes
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(c)

(d)

(3)

(4)

(5)

(6)

(7)

(8)

CHAPTER 11-55 APPENDI X E

t hat best represent the principal
products or activities of the facility;

A description of the average frequency
of flow and duration of any intermttent
or seasonal discharge. The frequency of
fl ow means the nunber of days or nonths
per year when there is an intermttent
di scharge. Duration neans the nunber of
days or hours per discharge. Provide
the best estimate for new di scharges;

The source(s) of the once-through
cool i ng water;

Quantitative data of the pollutant or
parameter as specified in 40 CFR Part
122.21(h)(4)(i);

The nanme of the cooling water additives,
i f any used;

The best estinmate of the date on which
the facility will begin to discharge;
and

A brief description of any treatnent
system used or to be used.

The director may require additional
informati on to be subm tted.

The conplete NO shall be submtted to the
director at the foll ow ng address or as
ot herwi se specifi ed:

Director of Health

State Departnent of Health

Envi ronnent al Managenent Di vi sion
Cl ean Water Branch

P. O. Box 3378

Honol ul u, Hawaii 96801- 3378
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St andard Condi ti ons

The permttee shall conply with the standard
conditions as specified in appendi x A of chapter
11-55.

Effluent Limtations and Monitoring Requirenents

(a)

The effluent shall be limted and nonitored
by the permttee as specified in Table 34. 3.
(Daily maxi mumeffluent Iimtations for
saline water apply only when di scharges to
saline water occur and daily maxi mum ef fl uent
limtations for fresh water apply only when
di scharges to fresh water occur.)

(1)

(2)

(3)

Sanpl i ng Points

Sanpl es taken in conpliance with the
nmonitoring requirenents shall be taken
at the follow ng point(s):

(A Influent sanples shall be taken
downstream from any additions to
the source water and prior to the
cooling system

(B) Effluent sanples shall be taken
downstream fromthe cooling system
and prior to mxing with the
receiving state waters.

Col | ection of Sanpl es

Sanpl es and neasurenents taken for the
pur poses of nonitoring shall be
representative of the volume and nature
of the total discharge.

Types of Sanpl es

(A) "Gab sanmple" nmeans an i ndi vi dual
sanple collected within the first
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(B)

Test

(A)

(B)

(O

fifteen m nutes of a discharge.

"Conposite sanple" nmeans a

conbi nation of a |east eight
sanpl es aliquots, collected at
periodic intervals during the
operating hours of the facility
over a 24-hour period. The
conposite shall be flow
proportional; either the tine

i nterval between each aliquot or

t he volune of each aliquot shall be
proportional to either the effluent
flow at the tine of sanpling or
total effluent flow since the
col l ection of the previous aliquot.
Aliquots may be coll ected nanual ly
or automatically.

Pr ocedur es:

Test procedures for the analysis of
pollutants shall conformwith
regul ati ons published pursuant to
Section 304(h) of the Act.

Unl ess otherwise noted in this
general permt, all pollutant
paranmeters shall be determ ned
according to nmethods prescribed in
40 CFR Part 136, promnul gated
pursuant to Section 304(h) of the
Act. Application(s) for the use of
alternative test nethods shall be
subm tted according to 40 CFR

136. 4.

The detection Ilimt of the test

nmet hods used shall reflect the
applicable nunerical limtations as
specified in chapter 11-54. If the
test result is not detectable,
indicate that the test result is
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(c)

(d)
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"less than #," where the # is the
| owest detection limt of the test
met hod used.

(D) Recording of Results

The permttee shall conply with

section 14(c) of appendix A for

each neasurenent or sanple taken
pursuant to the requirenents of

this general permt.

Basic Water Quality Criteria and I nspections

(1) The permttee shall not cause a
violation of the basic water quality
criteria as specified in section 1 of
appendi x A

(2) The permttee shall tinely inspect the
receiving state waters, effluent, and
control neasures and BMPs to detect
vi ol ations of and conditions which may
cause violations of the basic water
quality criteria as specified in section
1 of Appendix A (e.g. The permttee
shall | ook at effluent and receiving
state waters for turbidity, color,
floating oil and grease, floating debris
and scum nmaterials that will settle,
substances that will produce odor or off
flavor in fish, and itens that may be
toxic or harnful to human or other
life.)

The date, duration (in hours), starting and
endi ng times, and volunme of each discharge
shall be collected for intermttent

di schar ges.

There shall be no visible oil sheen in the
ef fl uent.
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(e) There shall be no discharge of waste fromthe
physi cal cleaning of the cooling system

(f) There should be no discharge of conpounds
used in closed-Ioop systens.

Corrective Action

The permttee shall inmediately stop, reduce, or
nodi fy the discharge as needed to stop or prevent
a violation of the basic water quality criteria as
specified in section 1 of appendix A

Reporting Requirenments

(a) In case of conflict between the conditions
stated here and those specified in the
standard general permt conditions, as stated
i n appendi x A of chapter 11-55, the nore
stringent conditions shall apply.

(b) Reporting of Monitoring Results

(1) Mnitoring results shall be reported on
a discharge nonitoring report (DVR) form
(EPA No. 3320-1). The results of all
nmonitoring required by this general
permt shall be submtted in a format
whi ch all ows direct conparison with the
[imtations in Table 34.3 and ot her
requi renents of this general permt.

(2) Mnitoring results obtained during the
previ ous cal endar nonth shall be
postmarked no | ater than the twenty-
ei ghth day of the nonth follow ng the
conpl eted reporting period.

(3) Should there be no discharges during the
nmoni toring period, the discharge
nmonitoring report formshall so state.

(c) Additional Mnitoring by the Permttee
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(e)

CHAPTER 11-55 APPENDI X E

If the permttee nonitors any pollutant at

| ocation(s) designated herein nore frequently
than required by this general permt, using
approved anal ytical nethods as specified in
section 5(a)(4)(B), the results of such

nmoni toring shall be included in the

cal cul ation and reporting of the val ues
required in the discharge nonitoring report
form The increased frequency shall al so be
i ndi cat ed.

Signed copies of nonitoring and all other
reports required by this general permt,
shall be submtted to the director at the
foll owi ng address or as otherw se specified:

Director of Health

State Departnent of Health

Envi ronnent al Managenent Di vi sion
Cl ean Water Branch

P. O Box 3378

Honol ul u, H 96801-3378

Reporting of Nonconpliance, Unanticipated
Bypass, or Upset

(1) The permttee or its duly authorized
representative shall orally report any
of the follow ng:

(A) Violation of an effluent limtation
specified in Table 34.3 or a basic
water quality criterion specified
in section 5;

(B) Discharge or nonconpliance with
effluent Iimtations which may
endanger health or the environnent;
or

(C© Unanticipated bypass or upset,

when the permttee or its duly
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aut hori zed representative becones aware
of the circunstances.

(2) Oal reports shall be nade by tel ephone
to the Cean Water Branch at (808) 586-
4309 during regular office hours or the
Hawaii State Hospital Operator at (808)
247-2191 outside of regular office
hour s.

(3) Awitten report shall be provided
within five days of the tine the
permttee or its duly authorized
representati ve becones aware of the
ci rcunstances. The witten report shal
i ncl ude:

(A) A description of the nonconpliance,
unanti ci pated bypass, or upset and
its cause;

(B) The period of nonconpliance,
unanti ci pated bypass, or upset
i ncl udi ng exact dates and tines;

(© If the nonconpliance, unanticipated
bypass, or upset has not been
corrected, the anticipated tine it
is expected to continue; and

(D) Steps taken or planned to reduce,
elimnate, and prevent reoccurrence
of the nonconpliance, unantici pated
bypass, or upset.

(4) The director may waive the witten
report on a case-by-case basis if the
oral report has been received within
twenty-four hours.

(f) Reporting of Chem cal Uses

The permttee shall submt to the director by
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January 28 of each year an annual summary of
the quantities of all chem cals (including
the material safety data sheet (MSDS)),
listed by both chem cal and trade nanes,

whi ch are used in once through cooling water
treat nent and whi ch are di scharged.

(g) Schedul e of Mai ntenance

The permttee shall submt a schedule for
approval by the director at |east fourteen
days prior to any maintenance of facilities,
whi ch m ght result in exceedance of effl uent
[imtations. The schedule shall include a
description of the maintenance and its
reason; the period of maintenance, including
exact dates and tinmes; and steps taken or

pl anned to reduce, elimnate, and prevent
occurrence of nonconpli ance.

Addi ti onal Conditions

The director may inpose additional conditions
under section 11-55-34.09(Db).

Record Retention

All records and information resulting fromthe
nmonitoring activities required by this general
permt including all records of anal yses perforned
and calibration and mai ntenance of instrunmentation
shall be retained for a m ninmum of three years or

| onger if requested by the director.

Fal si fyi ng Report

Knowi ngly maki ng any fal se statenment on any report
required by this general permit may result in the
i mposition of crimnal penalties as provided for
in Section 309 of the Act and in section 342D 35,
HRS.
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TABLE 34. 3

EFFLUENT LI M TATI ON AND MONI TORI NG REQUI REMENTS
FOR DI SCHARGE OF ONCE THROUGH COCLI NG WATER

LESS THAN ONE (1) M LLI ON GALLONS PER DAY

Ef f | uent Ef f | uent M ni mum Type of
Par aret er Limtation Moni t ori ng Sanpl e
{1} Fr equency
Fl ow ( M3D) {2} Cont i nuous Recor der/
Total i zer
Tenperature (°C) 30 Once/ Quarter Grab
Total Resi dual 0.013{4} or Once/ Quarter Grab
xidants (ng/1) {3} 0. 019{5}
Total Suspended 5{6} Once/ Quarter Grab {7}
Solids (ng/l)
O 1 and G ease 15 Once/ Quart er G ab
(no/ 1)
pH (standard units) {8} Once/ Quarter Grab

McD = mllion gallons per day

°C = degrees celcius
mg/l = mlligrams per liter

NOTES:

{1} Pollutant concentration |evels shal

the ef fl uent

indicated in the table.

whi ch exceed those effl uent
t hose ranges shal

{2} No limtation at this tinme.

reporting required.

{3} Total

resi dua

oxi dants (TRO

not exceed
limts or be outside the ranges

Actual or neasured | evels
l[imts or are outside
be reported to the director as
required in section 7(e) of this general

permt.

Only nonitoring and

i s obtained using

the anperonetric titration nmethod for total

resi dua
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{4}

{5}

{6}

{7}

{8}
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Applicable to discharges that enter saline waters
as per Chapter 11-54.

Applicable to discharges that enter fresh waters
as per Chapter 11-54.

The total suspended solids limts are net increase
restrictions of the effluent above that of the
i nfluent.

Both the influent and effluent shall be nonitored
concurrently.

The pH val ue shall not be outside the range as

specified in chapter 11-54 for the applicable
classification of the receiving state waters.
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NPDES GENERAL PERM T
AUTHORI ZI NG DI SCHARGES OF
HYDROTESTI NG WATERS

Oct ober 1997
Coverage under this General Permt
(a) This general permt covers facilities or

activities which involve a rel ease or
di scharge of hydrotesting waters to state

waters. "Hydrotesting Waters" neans water
used to test the integrity of a tank or
pi pel i ne.

(b) This general permt covers all areas of the
State except for discharges in or to state
waters classified by the departnment as "cl ass
1, inland waters,"” "class AA, narine waters,"
and areas restricted in accordance with the
State's "No Di scharge" policy in chapter 11-
54 entitled "Water Quality Standards."”

(c) This general permt does not cover the
fol | ow ng:

(1) Discharges to a sanitary sewer system
and

(2) Discharges which initially enter
separate storm water drai nage systens,
unl ess a permt, license, or equivalent
witten approval for the connection is
granted by the owner(s) of the drainage

systen(s).
(d) The director nmay require any permittee

aut horized by this general permt to apply
for and obtain an individual permt, in
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2. Term

(a)

(b)
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accordance with sections 11-55-34.05 and 11-
55-34. 10.

of CGeneral Permt

This general permt becones effective when
section 11-55-34.02 becones effective ten
days after filing with the office of the

| i eutenant governor. This general permt
expires five years after the effective date
or when amendnents to section 11-55-34.02 are
adopt ed, whichever is earlier.

A notice of general permt coverage under
this general permt expires:

(1) Five years after the effective date of
this general permt;

(2) Wen the notice of general permt
coverage specifies; or

(3) Wen anendnments to section 11-55-34.02
are adopt ed,

whi chever is earlier, unless the notice of
general permt coverage is admnistratively
ext ended under section 11-55-34.09(d).

3. Notice of Intent (NO) Requirenments

(a)

(b)

The owner or its duly authorized
representative shall submt a conplete NO no
|ater than thirty days before the proposed
starting date of the discharge or thirty days
before the expiration of the applicable
notice of general permt coverage (NGPC)

The follow ng information shall be included
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in the NJ :

(1)

(2)

(3)

(4)

(5)

Information required in section 34 of
appendi x A of chapter 11-55.

A brief description of the project

i ncl udi ng an overvi ew of the
hydrotesting activities; an estimted
timetable for maj or construction
activities; dates on which the
hydrotesting activities are projected to
occur; estimated average and maxi mum
daily flowrates; and a list of
pollutants that may be present in the
hydrotesting effluent and an expl anati on
of its origins;

A water quality analysis of the

hydrot esting effluent including any
toxic pollutants believed to be present
in the hydrotesting effluent. For the
hydrotesting of water or sewer |ines,
the water quality analysis for the
source water nmay be substituted for the
wat er quality analysis of the
hydrotesting effl uent;

A hydrotesting best managenent practices
(BMP) plan to ensure that the
hydrotesting effluent discharge wll

nmeet the conditions of this general
permt, basic water quality criteria,
and applicable specific water quality
paraneters; and

A description of mtigative neasures to
be installed to prevent pollutants that
may be present in the hydrotesting
effluent fromentering state waters.
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(c)

(d)
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The director may require additional
information to be submtted.

The conplete NO shall be submtted to the
director at the follow ng address or as
ot herw se specified:

Director of Health

State Departnent of Health

Envi ronnment al Managenent Divi sion
Cl ean Water Branch

P. 0. Box 3378

Honol ul u, Hawaii 96801- 3378

St andard Condi ti ons

The permttee shall conply with the standard
conditions as specified in appendi x A of chapter
11-55.

Basic Water Quality Criteria and I nspections

(a)

(b)

The permttee shall not cause a violation of
the basic water quality criteria as specified
in section 1 of appendi x A

The permttee shall tinely inspect the
receiving state waters, effluent, and control
nmeasures and BMPs to detect violations of and
condi ti ons which may cause violations of the
basic water quality criteria as specified in
section 1 of Appendix A (e.g. The permttee
shall look at effluent and receiving state
waters for turbidity, color, floating oil and
grease, floating debris and scum naterials
that will settle, substances that wll
produce odor or off flavor in fish, and itens
that may be toxic or harnful to human or
other life.)
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Corrective Action

The permttee shall inmediately stop, reduce, or
nodi fy construction, or inplenent new or revised
BMPs as needed to stop or prevent a violation of
the basic water quality criteria as specified in
section 1 of appendi x A

Reporting Requirenents

The permttee shall inmediately notify the
director of the incident and identify the

pol lutant (s) source(s) and the proposed and

i npl enented control or mtigative neasures as
required in section 16 of appendi x A of chapter
11-55.

Addi ti onal Conditions

The director may inpose additional conditions
under section 11-55-34.09(b).

Record Retention

Al'l records and information resulting fromthe
activities required by this general permt shal

be retained for a mninmumof three years or |onger
if requested by the director.

Fal si fyi ng Report

Know ngly maeki ng any fal se statenent on any report
required by this general permt may result in the
inposition of crimnal penalties as provided for
in Section 309 of the Act and in section 342D 35,
HRS.
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NPDES GENERAL PERM T
AUTHORI ZI NG DI SCHARGES
ASSCCI ATED W TH CONSTRUCTI ON ACTI VI TY DEWATERI NG

Oct ober 1997
Coverage under this General Permt

(a) This general permt covers discharges from
the dewatering process of construction
activities of any size upon conpliance with
the applicable general permt requirenents.

(b) This general permt covers all areas of the
State except for discharges in or to state
waters classified by the departnment as "cl ass
1, inland waters,"” "class AA narine waters,"
and areas restricted in accordance with the
State's "No Discharge" policy in chapter 11-
54 entitled "Water Quality Standards."”

(c) This general permt does not cover the
fol | ow ng:

(1) Construction dewatering effluent
di scharges to a sanitary sewer system

(2) Stormwater discharges associated with
construction activities for which the
director has issued a notice of general
permt coverage under another general
permt;

(3) Return flow or overflow from dredged
mat eri al dewat ering process that are
regul ated by the U.S. Arny Corps of
Engi neers under Section 404 of the Act;

(4) Construction dewatering effluent
di scharges which initially enter
separate storm water drai nage systens,
unl ess a permt, license or equival ent
witten approval for the connection is
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(d)

Term

(a)

(b)

CHAPTER 11-55 APPENDI X G

granted by the owner(s) of the drainage
systen(s);

(5) Construction dewatering effluent that is
subj ect to the general permt specified
i n appendi x D; and

(6) Construction dewatering effluent
di scharges that the director finds nore
appropriately regul ated under an
i ndi vi dual permt.

The director may require any pernittee
authorized by this general permt to apply
for and obtain an individual permt, in
accordance with sections 11-55-34.05 and 11-
55-34. 10.

of General Permt

This general permt becones effective when
section 11-55-34.02 becones effective ten
days after filing with the office of the

I i eut enant governor. This general permt
expires five years after the effective date
or when amendnents to section 11-55-34.02 are
adopt ed, whichever is earlier.

A notice of general permt coverage under
this general permt expires:

(1) Five years after the effective date of
this general permt;

(2) Wen the notice of general permt
coverage specifies; or

(3) When anmendnents to section 11-55-34.02
are adopt ed,

whi chever is earlier, unless the notice of

general permt coverage is admnistratively
ext ended under section 11-55-34.09(d).
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3. Notice of Intent (NO) Requirenments

(a)

(b)

The owner or its duly authorized
representative shall submt a conplete NO no
|ater than thirty days before the proposed
starting date of the discharge or thirty days
before the expiration date of the applicable
noti ce of general permt coverage (NGPC)

The follow ng information shall be included
in the NO:

(1) Information required in section 34 of
appendi x A of chapter 11-55.

(2) The legal name, street address,
t el ephone and fax nunbers, and contact
person(s) for the designer(s) of the
dewatering or treatnment facility(ies) or
bot h.

(3) A site characterization report including
the history of the |and use at the
proposed construction site and
surroundi ng area, the potenti al
pol l ution source(s) at the proposed
construction site and surroundi ng area,
the potential pollutant(s) present at
t he proposed construction site and
surroundi ng area, any proposed
corrective nmeasures, and pollutants that
may be in the discharge.

(4) A brief description of the project
i ncluding the portion of the project
i nvol vi ng construction dewatering, an
estimated tinetable for major activities
(i ncluding the date when the contractor
will begin site disturbance), the date
when the contractor will begin the
constructi on dewatering process,
estimates of the quantity, rate, and
frequency of the proposed di scharges,
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(6)
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and the tinme frane of the proposed
di schar ges.

An anal ysis of the source water quality
as specified by the director. The
source water quality data may be
collected fromsites allowed by the
director. The analysis shall:

(A) Include an expl anati on addressing
the selection of the toxic
pol |l utants provi ded and an
eval uati on of the source water
quality data collected with respect
to the applicable nuneric criteria
and nuneric standards for the toxic
pol l utants specified under section
11-54- 04,

(B) Be based on the history of the |and
use as reported in paragraph
3(b)(3) or as believed to be
present in the discharge,

(C Use test nethods as specified in
section 5(a)(4)(B), and

(D) Be submtted to the director with
t he NO .

A dewat ering plan designed to conply
with the basic water quality criteria
speci fied under chapter 11-54. The plan
shal | include the punping devices to be
used, their punping capacity, and the
nunber of devices to be used; treatnent
desi gn; design concerns; cal cul ations
used in the treatnent design; and
proposed mitigative neasures. The site-
specific dewatering plan shall be
submitted to the director with the NO
or thirty days before the start of
construction dewatering activities.
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A dewat eri ng best managenent practices
(BMP) plan to insure that the dewatering
ef fl uent discharge will neet conditions
of this general permt, basic water
quality criteria, and applicable
specific water quality paraneters. The
dewat eri ng BMP pl an shal |l include:

(A) Schedul e of activities,
(B) Prohibited practices,
(C Operation and mai nt enance

procedures to prevent or reduce the
pol lution of state waters,

i ncl udi ng:

(1) Responsi bl e field person of
the system by title or
name;

(1) Operations pl an;

(rit) Mai nt enance schedul i ng or
action criteria;

(1v) Mai nt enance program

(v) Sedi nrent handl i ng and
di sposal pl an;

(vi) Moni toring and vi sual
i nspection program

(vii) Cessation of discharge
pl an; and

(viii) Effluent control plan,
(D) O her managenent practices to

prevent or reduce the pollution of
state waters
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(E) Treatnent requirenents, and

(F) Practices to control project site
runoff, spillage or |eaks, sludge
or waste di sposal, or drainage from
raw material storage or stockpiling
area(s).

The site-specific dewatering BWVMP pl an
shall be submtted to the director with
the NO or thirty days before the start
of construction dewatering activities.

(8) For construction projects which are one
acre or nore, submt a county approved
site-specific erosion control plan with
the NO or thirty days before the start
of construction dewatering activities.

(c) The director may require additional
information to be submtted.

(d) The conplete NO shall be submtted to the
director at the foll ow ng address or as
ot herwi se specifi ed:

Director of Health

State Departnent of Health

Envi ronnment al Managenent Di vi sion
Cl ean Water Branch

P. 0. Box 3378

Honol ul u, Hawaii 96801- 3378

St andard Conditions

The permttee shall conply with the standard
conditions as specified in appendi x A of chapter
11-55.

Effluent Limtations and Monitoring Requirenments

(a) The effluent shall be Iimted and nonitored
by the permttee as specified in Table 34.4.
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(Daily maximumeffluent Iimtations for
saline water apply only when di scharges to
saline water occur and daily maxi mum ef fl uent
limtations for fresh water apply only when
di scharges to fresh water occur.)

(1)

(2)

(3)

Sanpl i ng Poi nt

Representative sanpl es shall be
collected at the end of the effluent

di scharge point(s) prior to entering the
receiving state water or separate storm
wat er drai nage systens.

Col | ection of Sanpl es

Sanpl es and neasurenents taken for the
pur poses of nonitoring shall be
representative of the volume and nature
of the total discharge.

Types of Sanpl es

(A) "Gab sanmple" nmeans an i ndivi dual
sanple collected within the first
fifteen mnutes of a discharge.

(B) "Conposite sanple" neans a
conbi nati on of a |east eight
sanpl es aliquots, collected at
periodic intervals during the
operating hours of the facility
over a 24-hour period. The
conposite shall be flow
proportional; either the tine
i nterval between each aliquot or
t he vol une of each aliquot shall be
proportional to either the effluent
flow at the time of sanpling or
total effluent flow since the
col l ection of the previous aliquot.
Aliquots may be col |l ected manual ly
or automatically.
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(4) Test Procedures

(A) Test procedures for the analysis of
pol lutants shall conformwth
regul ati ons published pursuant to
Section 304(h) of the Act.

(B) Unless otherwise noted in this
general permt, all pollutant
paraneters shall be determ ned
according to nmethods prescribed in
40 CFR Part 136, pronul gated
pursuant to Section 304(h) of the
Act. Application(s) for the use of
alternative test nmethods shall be
subm tted according to 40 CFR
136. 4.

(C© The detection limt of the test
met hods used shall reflect the
applicable nunerical limtations as
specified in chapter 11-54. If the
test result is not detectable,
indicate that the test result is
"l ess than #," where the # is the
| onest detection limt of the test
nmet hod used.

(D) Recording of Results

The permttee shall conply with

section 14(c) of appendix A for

each neasurenent or sanple taken
pursuant to the requirenents of

this general permt.

(b) Basic Water Quality Criteria and Inspections
(1) The permttee shall not cause a
violation of the basic water quality

criteria as specified in section 1 of
appendi x A
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(2) The permttee shall tinely inspect the
receiving state waters, effluent, and
control neasures and BMPs to detect
viol ations of and conditions which may
cause violations of the basic water
quality criteria as specified in section
1 of Appendix A (e.g. The permttee
shall 1 ook at effluent and receiving
state waters for turbidity, color,
floating oil and grease, floating debris
and scum nmaterials that will settle,
substances that will produce odor or off
flavor in fish, and itens that may be
toxic or harnful to human or other
life.)

Corrective Action

The permttee shall inmediately stop, reduce, or
nodi fy the discharge as needed to stop or prevent
a violation of the basic water quality criteria as
specified in section 1 of appendi x A

Reporting Requirenments

(a) In case of conflict between the conditions
stated here and those specified in the
standard general permt conditions, as stated
i n appendi x A of chapter 11-55, the nore
stringent conditions shall apply.

(b) Reporting of Monitoring Results

(1) Mnitoring results shall be reported on
a discharge nonitoring report (DVR) form
(EPA No. 3320-1). The results of all
nmonitoring required by this general
permt shall be submtted in a format
whi ch all ows direct conparison with the
[imtations in Table 34.4 and ot her
requi renents of this general permt.

(2) Mnitoring results obtained during the
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previ ous cal endar nonth shall be
postmarked no | ater than the twenty-
ei ghth day of the nonth follow ng the
conpl eted reporting period.

(3) Should there be no discharges during the
nmoni toring period, the discharge
monitoring report formshall so state.

Addi tional Mnitoring by the Permttee

If the permttee nonitors any pollutant at

| ocation(s) designated herein nore frequently
than required by this general permt, using
approved anal ytical methods as specified in
section 5(a)(4)(B), the results of such
nmonitoring shall be included in the

cal cul ation and reporting of the val ues
required in the discharge nonitoring report
form The increased frequency shall al so be
i ndi cat ed.

Si gned copies of nmonitoring and all other
reports required by this general permt,
shall be submitted to the director at the
foll ow ng address or as otherw se specified:

Director of Health

State Departnent of Health

Envi ronnment al Managenent Divi sion
Cl ean Water Branch

P. O, Box 3378

Honol ulu, H 96801-3378

Reporting of Nonconpliance, Unantici pated
Bypass, or Upset

(1) The permttee or its duly authorized
representative shall orally report any
of the follow ng:

(A) Violation of an effluent limtation
specified in Table 34.4 or a basic
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water quality criterion specified
in section 5;

(B) Discharge or nonconpliance with
effluent Iimtations which may
endanger health or the environnent;
or

(C© Unanticipated bypass or upset,

when the permttee or its duly
aut hori zed representative becones aware
of the circunstances.

Oral reports shall be nmade by tel ephone
to the Cean Water Branch at (808) 586-
4309 during regular office hours or the
Hawaii State Hospital Operator at (808)
247-2191 outside of regular office

hour s.

A witten report shall be provided
within five days of the tine the
permttee or its duly authorized
representative beconmes aware of the

ci rcunstances. The witten report shal
i ncl ude:

(A) A description of the nonconpliance,
unanti ci pated bypass, or upset and
its cause;

(B) The period of nonconpliance,
unanti ci pated bypass, or upset
i ncl udi ng exact dates and tines;

(© If the nonconpliance, unanticipated
bypass, or upset has not been
corrected, the anticipated tine it
is expected to continue; and

(D) Steps taken or planned to reduce,
el imnate, and prevent reoccurrence
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of the nonconpliance, unantici pated
bypass, or upset.

(4) The director may waive the witten
report on a case-by-case basis if the
oral report has been received within
twenty-four hours.

Addi ti onal Conditions

The director may inpose additional conditions
under section 11-55-34.09(Db).

Record Retention

All records and information resulting fromthe
nmonitoring activities required by this general
permt including all records of anal yses perforned
and calibration and mai ntenance of instrunmentation
shall be retained for a m nimum of three years or

| onger if requested by the director.

Fal si fyi ng Report

Knowi ngly maki ng any fal se statenment on any report
required by this general permt may result in the
i mposition of crimnal penalties as provided for
in Section 309 of the Act and in section 342D 35,
HRS.
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TABLE 34. 4

EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS
FOR CONSTRUCTI ON DEWATERI NG DI SCHARGES

{6}

Ef f | uent Ef f | uent M ni mum Type of
Par aret er Limtations Moni t ori ng Sanpl e
{1} Fr equency
Fl ow ( GPD) {2} {3} Cal cul at ed
or Estinmated
Total Suspended {2} {4} Grab
Solids (ng/l)
Turbidity (NTU) {2} {4} Grab
Ol and G ease 15 {4} Grab
(no/ 1)
pH (standard units) {5} {4} Grab
Toxi ¢ Pol lutants {7} {4} {8}

GPD = gal | ons per day
nmg/l = mlligranms per liter
NTU = nephelonetric turbidity units

NOTES:

{1} Pollutant concentration |evels shal

the ef fl uent

indicated in the table.

whi ch exceed those effl uent
t hose ranges shal

not exceed
limts or be outside the ranges
Actual or neasured | evels

limts or are outside

be reported to the director as

required in section 7(e) of this general permt.

{2} No limtation at this tinme.

reporting required.

{3} For intermttent discharges,

duration of the discharge.
di scharge, continuous flow nmeasurenent

required.

55-G 13
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{4}

{5}

{6}

{7}

{8}

CHAPTER 11-55 APPENDI X G

For intermttent discharges, the sanple shall be
taken once for each discharge. For continuous

di scharge, the sanple shall be taken at |east once
per week.

The pH val ue shall not be outside the range as
specified in chapter 11-54 for the applicable
classification of the receiving state waters.

Toxic pollutants identified in the NO need to be
sanpl ed and anal yzed, as applicable. For

dewat eri ng processes involving only the treated
storm wat er di scharges, only those potenti al
pollutants identified in the site characterization
report need to be nonitored.

Effluent limtations are the acute water quality
standards established in section 11-54-04, for
either fresh or saline waters. For pollutants

whi ch do not have established acute water quality
standards, any detected concentration greater than
0.01 ng/l shall be reported.

Cyani de, tenperature, bacterial counts, and the
vol atile fraction of the toxic organi c conpounds
shal |l be sanpled by grab sanple. Al other
pollutants as identified in Appendix D of the 40
CFR Part 122, shall be sanpled by conposite
sanpl e.
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NPDES GENERAL PERM T
AUTHORI ZI NG DI SCHARGES OF TREATED EFFLUENT FROM
PETROLEUM BULK STATI ONS AND TERM NALS

Oct ober 1997
Coverage under this General Permt

(a) This general permt covers only discharges of
treated process wastewater effluent from
petrol eum bul k stations and term nals upon
conpliance wth the applicable general permt
requi rements. Treated process wastewater
ef fluent covered by this general permt
i ncl udes tank water draws; product
di spl acenent process wastewater; wash down
and fire hydrant systemtest waters; service
station tank draws; recovered groundwater;
and contam nated stormwater runoff fromthe
product storage and handling areas.

(b) This general permt covers all areas of the
State except for discharges in or to state
waters classified by the departnment as "cl ass
1, inland waters," "class AA narine waters,"
and areas restricted in accordance with the
State's "No Discharge" policy in chapter 11-
54 entitled "Water Quality Standards."”

(c) This general permt does not cover the
fol | ow ng:

(1) Discharges to a sanitary sewer system
and

(2) Discharges which initially enter
separate storm water drainage systens,
unless a permt, license, or equivalent
witten approval for the connection is
granted by the owner(s) of the drainage

systen(s).

(d) The director nmay require any permttee
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(a)

(b)

CHAPTER 11-55 APPENDI X H

aut horized by this general permt to apply
for and obtain an individual permt, in
accordance with sections 11-55-34.05 and 11-
55-34. 10.

of CGeneral Permt

This general permt becones effective when
section 11-55-34.02 becones effective ten
days after filing with the office of the

| i eutenant governor. This general permt
expires five years after the effective date
or when amendnents to section 11-55-34.02 are
adopt ed, whichever is earlier.

A notice of general permt coverage under
this general permt expires:

(1) Five years after the effective date of
this general permt;

(2) Wen the notice of general permt
coverage specifies; or

(3) Wen anendnments to section 11-55-34.02
are adopt ed,

whi chever is earlier, unless the notice of
general permt coverage is admnistratively
ext ended under section 11-55-34.09(d).

3. Notice of Intent (NO) Requirenments

(a)

(b)

The owner or its duly authorized
representative shall submt a conplete NO no
|ater than thirty days before the proposed
starting date of the discharge or thirty days
before the expiration date of the applicable
notice of general permt coverage (NGPC)

The follow ng information shall be included
in the NO:
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(1)

(2)

(3)

(4)

(5)

(6)

CHAPTER 11-55 APPENDI X H

Information required in section 34 of
appendi x A of chapter 11-55.

Alist of up to four 4-digit Standard

I ndustrial Cassification (SIC) codes

t hat best represent the principal
products or activities of the facility;

A brief description of the nature of
busi ness conducted at the facility;

A description of the follow ng for each
outfall:

(A) Al operations contributing
wast ewat er and contam nated storm
wat er runoff to the effluent;

(B) The average flow contributed by
each operation and cont am nat ed
storm water runoff;

(C© The treatnent received by the
wast ewat er and contam nated storm
wat er runoff; and

(D) The average and maxi numdaily fl ow
rates of the effluent discharge.

The quantitative data on pollutants that
t he owner or operator of the facility
knows or reasonably should know are or
will be present in the discharge and for
whi ch the pollutants nunerical criteria
for the existing or proposed receiving
state waters are specified in chapter
11-54, especially section 11-54-04.

The nane, street address, and phone and
fax nunmbers of each contract | aboratory
or consulting firmthat perforned any of
t he anal yses in accordance with section
3(b)(5), as applicable. This
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(c)

(d)
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information shall be submtted with the
NO or thirty days before the start of
di scharge(s).

(7) A treatnent system operations plan which
specifies the treatnent systemto be
used and describes its operation in
detail. The plan shall include a
sanpling plan and a detail ed schedul e
for sanpling and anal ysis of the
effluent. The treatnment system
operations plan shall be nodified by the
permttee as required by the director.

The director may require additional
information to be submtted.

The conplete NO shall be submtted to the
director at the follow ng address or as
ot herw se specified:

Director of Health

State Departnent of Health

Envi ronnent al Managenent Divi sion
Cl ean Water Branch

P. 0. Box 3378

Honol ul u, Hawaii 96801- 3378

St andard Condi ti ons

The permttee shall conply with the standard
conditions as specified in appendi x A of chapter
11-55.

Effluent Limtations and Monitoring Requirenents

(a)

The effluent shall be limted and nonitored
by the permttee as specified in Table 34.5.
(Daily maximumeffluent Iimtations for
saline water apply only when di scharges to
saline water occur and daily maxi mum ef fl uent
limtations for fresh water apply only when
di scharges to fresh water occur.)
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(2)

(3)

(4)
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Sanpl i ng Points

Representative sanpl es shall be
collected at the end of effluent

di scharge point(s) prior to entering the
receiving state water or separate storm
wat er drai nage systens.

Col | ection of sanples

Sanpl es and neasurenents taken for the
pur poses of nonitoring shall be
representative of the volume and nature
of the total discharge.

Type of Sanpl e

"Grab Sanpl e" neans an individual sanple
collected within the first fifteen
m nutes of a discharge.

Test Procedures

(A) Test procedures for the analysis of
pollutants shall conformwith
regul ati ons published pursuant to
Section 304(h) of the Act.

(B) Unless otherwise noted in this
general permt, all pollutant
paranmeters shall be determ ned
according to nmethods prescribed in
40 CFR Part 136, pronul gated
pursuant to Section 304(h) of the
Act. Application(s) for the use of
alternative test nmethods shall be
subm tted according to 40 CFR
136. 4.

(© The detection |imt of the test
nmet hods used shall reflect the
applicable nunerical limtations as
specified in chapter 11-54. If the
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test result is not detectable,
indicate that the test result is
"l ess than #," where the # is the
| onest detection limt of the test
nmet hod used.

(D) Recording of Results

The permttee shall conply with

section 14(c) of appendix A for

each neasurenent or sanple taken
pursuant to the requirenents of

this general permt.

(b) Basic Water Quality Criteria and Inspections

(1) The permttee shall not cause a
violation of the basic water quality
criteria as specified in section 1 of
appendi x A

(2) The permttee shall tinely inspect the
receiving state waters, effluent, and
control neasures and BMPs to detect
vi ol ati ons of and conditions which may
cause violations of the basic water
quality criteria as specified in section
1 of Appendix A (e.g. The permttee
shall | ook at effluent and receiving
state waters for turbidity, color,
floating oil and grease, floating debris
and scum nmaterials that will settle,
substances that will produce odor or off
flavor in fish, and itens that may be
toxic or harnful to human or other
life.)

(c) The date, duration (in hours), starting and
endi ng times, and volunme of each discharge
shall be collected for each batch di scharge.

(d) There shall be no discharge of floating
solids or visible foam
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(e) There shall be no visible oil sheen in the
ef fl uent.

Corrective Action

The permttee shall imrediately stop, reduce, or
nodi fy the discharge as needed to stop or prevent
a violation of the basic water quality criteria as
specified in section 1 of appendix A

Reporting Requirenents

(a) In case of conflict between the conditions
stated here and those specified in the
standard general permt conditions, as stated
i n appendi x A of chapter 11-55, the nore
stringent conditions shall apply.

(b) Reporting of Monitoring Results

(1) Mnitoring results shall be reported on
a discharge nonitoring report (DVR) form
(EPA No. 3320-1). The results of all
nmonitoring required by this general
permt shall be submtted in a formt
whi ch allows direct conparison with the
[imtations in Table 34.5 and ot her
requi renents of this general permt.

(2) Mnitoring results obtained during the
previ ous cal endar nonth shall be
postmarked no | ater than the twenty-
ei ghth day of the nonth follow ng the
conpl eted reporting period.

(3) Should there be no discharges during the
nmoni toring period, the discharge
monitoring report formshall so state.

(c) Additional Mnitoring by the Permttee

If the permttee nonitors any pollutant at
| ocation(s) designated herein nore frequently
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(e)
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than required by this general permt, using
approved anal ytical nethods as specified in
section 5(a)(4)(B), the results of such
nmonitoring shall be included in the

cal cul ation and reporting of the val ues
required in the discharge nonitoring report
form The increased frequency shall al so be
i ndi cat ed.

Signed copies of nonitoring and all other
reports required by this general permt,
shall be submtted to the director at the
foll owi ng address or as otherw se specified:

Director of Health

State Departnent of Health

Envi ronnent al Managenent Di vi sion
Cl ean Water Branch

P. O Box 3378

Honol ul u, H 96801- 3378

Reporting of Nonconpliance, Unanticipated
Bypass, or Upset

(1) The permttee or its duly authorized
representative shall orally report any
of the follow ng:

(A) Violation of an effluent limtation
specified in Table 34.5 or a basic
water quality criterion specified
in section 5;

(B) Discharge or nonconpliance with
effluent Iimtations which may
endanger health or the environnent;
or

(C© Unanticipated bypass or upset,
when the permttee or its duly

aut hori zed representative becones aware
of the circunstances.
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(2)

(3)

(4)
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Oral reports shall be nmade by tel ephone
to the Cean Water Branch at (808) 586-
4309 during regular office hours or the
Hawaii State Hospital Operator at (808)
247-2191 outside of regular office

hour s.

A witten report shall be provided
within five days of the tine the
permttee or its duly authorized
representative becones aware of the

ci rcunstances. The witten report shal
i ncl ude:

(A) A description of the nonconpliance,
unanti ci pated bypass, or upset and
its cause;

(B) The period of nonconpliance,
unanti ci pated bypass, or upset
i ncl udi ng exact dates and tines;

(© If the nonconpliance, unanticipated
bypass, or upset has not been
corrected, the anticipated tine it
is expected to continue; and

(D) Steps taken or planned to reduce,
elimnate, and prevent reoccurrence
of the nonconpliance, unantici pated
bypass, or upset.

The director may waive the witten
report on a case-by-case basis if the
oral report has been received within
twenty-four hours.

Pl anned Changes

Any pl anned physical alterations or additions
to the permtted facility, not covered by 40
CFR 8122.41(1) (1) (i), (ii), and (iii) shal
be reported to the director on a quarterly
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basi s.
(g) Schedul e of Mintenance

The permttee shall submt a schedule for
approval by the director at |east fourteen
days prior to any mai ntenance of facilities
whi ch mght result in exceedance of effl uent
[imtations. The schedule shall include a
description of the nmaintenance and its
reason; the period of nmaintenance, including
exact dates and tinmes; and steps taken or

pl anned to reduce, elimnate, and prevent
occurrence of nonconpli ance.

Addi ti onal Conditions

The director may inpose additional conditions
under section 11-55-34.09(b).

Record Retention

Al'l records and information resulting fromthe
nmonitoring activities required by this general
permt including all records of anal yses perforned
and calibration and mai ntenance of instrunentation
shall be retained for a mnimm of three years or

| onger if requested by the director.

Fal si fyi ng Report

Know ngly maeki ng any fal se statenent on any report
required by this general permt may result in the
i mposition of crimnal penalties as provided for
in Section 309 of the Act and in section 342D 35,
HRS.
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TABLE 34.5

EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS
FOR DI SCHARGES OF TREATED EFFLUENT FROM
PETROLEUM BULK STATI ONS AND TERM NALS

Ef fluent Limtations

Moni t ori ng Requi renents

Ef f | uent {1} {2}
Par anet er
For Saline | For Fresh M ni mum Type of
Wt er Wt er Frequency Sanpl e

Fl ow ( GPD) {3} {3} Once/ Bat ch | Cal cul ated or
Di schar ge Esti mat ed

Gl and 15 15 Once/ Bat ch G ab

Grease (ng/l) Di schar ge

Lead (mg/l) 0.14 {4} 0.029 {4} | Once/Batch G ab
Di schar ge

Benzene (ng/l) 1.7 1.8 Once/ Bat ch G ab

{5} Di schar ge

Tol uene (ng/l) 2.1 5.8 Once/ Bat ch G ab

{5} Di schar ge

Xyl enes (ng/l) {3} {3} Once/ Bat ch G ab

{5} Di schar ge

Et hyl benzene 0.14 11 Once/ Bat ch G ab

(mg/1) {5} Di schar ge

Turbidity {6} {6} Once/ Bat ch G ab

(NTU) Di schar ge

Amoni a {6} {6} Once/ Bat ch G ab

Ni t r ogen Di schar ge

(NH-N1)

pH (standard {6} {6} Once/ Bat ch G ab

units) {7} Di schar ge

Di ssol ved {6} {6} Once/ Bat ch G ab

Oxygen Di schar ge

(Y%saturation)

GPD = gal | ons per day

mg/l = mlligrams per liter

NTU = nephelonetric turbidity units
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NOTES:

{1}

{2}

{3}

{4}
{5}

{6}

{7}

Pol | utant concentration |evels shall not exceed
the effluent limts or be outside the ranges
indicated in the table. Actual or neasured |levels
whi ch exceed those effluent limts or are outside
t hose ranges shall be reported to the director as
required in section 7(e) of this general permt.

No nonitoring of stormwater discharge is required
if the associated stormevent occurs |less than 72

hours from a previous stormevent or provided that
the precedi ng storm event generates storm water

whi ch is discharged and nonitored for all effluent
characteristics specified in accordance with Tabl e
34.5 or both.

No limtation at this tine. Only nonitoring and
reporting required.

Val ues refer to dissolved fraction.

EPA nmet hods 5030/ 8015, or 5030/ 8020, or 5030/ 8240,
or 602, or 624, shall be used for neasurenent of
benzene, ethyl benzene, and toluene. EPA nethod
8240, or an equival ent nethod approved by the
director, shall be used for the neasurenment of

xyl enes.

Effluent limtations are the specific criteria
established in section 11-54-05 and 11-54-06 for
the classification of the receiving state waters,
as applicable. For pollutants which do not have
established specific criteria, any detected
concentration greater than 0.01 ng/l shall be
report ed.

The permttee may determ ne conpliance for pH by
either nmonitoring the effluent or the receiving
state water. Receiving state water nonitoring
shal |l be perforned at a m ni num of two stations.
One sanple station shall be nonitored at the point
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where the discharge initially mxes with the
receiving state water. One control station shal
be nonitored at a point where inpacts fromthe
di scharge woul d not be expected. The nonitoring
specification shall be set forth in a nonitoring
program as approved by the director.

It shall be a violation of this general permt if
the nonitoring results are in nonconpliance with
the effluent discharge Iimtation. However, if
the permttee can prove that the discharge is not
causing any inpairnment of the receiving state
water's pH, then the exceedance(s) w Il not be
considered a violation of this general permt. In
order to substantiate such a claim the permttee
shall submit data fromthe control station which
has been approved by the director with the

di scharge nonitoring report fornmns.
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NPDES GENERAL PERM T
AUTHORI ZI NG DI SCHARGES OF

TREATED EFFLUENT FROM VELL DRI LLI NG ACTI VI TI ES

Cct ober 1997

Coverage under this General Permt

(a)

(b)

(c)

(d)

This general permt covers only discharges of
treated process wastewater effluent
associated with well drilling activities upon
conpliance wth the applicable general permt
requi rements. Treated process wastewater

ef fluent covered by this general permt
includes well drilling slurries, lubricating
fluids wastewaters, and well purge

wast ewat er s.

This general permt covers all areas of the
State except for discharges in or to state
waters classified by the departnment as "cl ass
1, inland waters," "class AA, marine waters,"
and areas restricted in accordance with the
State's "No Di scharge" policy in chapter 11-
54 entitled "Water Quality Standards.”

This general permt does not cover the
fol | ow ng:

(1) Discharges to a sanitary sewer system

(2) Discharges which initially enter
separate storm water drai nage systens,
unl ess a permt, license, or equivalent
witten approval for the connection is
granted by the owner(s) of the drainage
systen(s); and

(3) Discharges of well punp testing
wast ewat ers whi ch are not associ ated
with well drilling activities.

The director may require any pernttee
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(a)

(b)
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aut horized by this general permt to apply
for and obtain an individual permt, in
accordance with sections 11-55-34.05 and 11-
55-34. 10.

of CGeneral Permt

This general permt becones effective when
section 11-55-34.02 becones effective ten
days after filing with the office of the

| i eutenant governor. This general permt
expires five years after the effective date
or when amendnents to section 11-55-34.02 are
adopt ed, whichever is earlier.

A notice of general permt coverage under
this general permt expires:

(1) Five years after the effective date of
this general permt;

(2) Wen the notice of general permt
coverage specifies; or

(3) Wen anendnments to section 11-55-34.02
are adopt ed,

whi chever is earlier, unless the notice of
general permt coverage is admnistratively
ext ended under section 11-55-34.09(d).

3. Notice of Intent (NO) Requirenments

(a)

(b)

The owner or its duly authorized
representative shall submt a conplete NO no
|ater than thirty days before the proposed
starting date of the discharge or thirty days
before the expiration date of the applicable
notice of general permt coverage (NGPC)

The follow ng information shall be included
in the NO:
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(1)

(2)

(3)

(4)
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Information required in section 34 of
appendi x A of chapter 11-55.

The | egal name, street address,

t el ephone and fax nunbers, and contact
person(s) for the designer(s) of the
well drilling process wastewater
treatnent facility(ies).

A site characterization report which
shal | incl ude:

(A) The history of the | and use at the
proposed drilling site,

(B) The potential pollution source(s)
at the proposed drilling site,

(C© The potential pollutant(s) present
at the proposed drilling site,

(D) Any proposed corrective neasures,
and

(E) Pollutants that may be in the
ef fl uent.

A brief description of the project,
i ncl udi ng:

(A) An estimated tinetable of the

drilling activities, including the
date when the contractor will begin
the well drilling process,

(B) Details of the proposed
wast ewat er (s) di scharge(s):

(1) Esti mates of the quantity
and frequency of the
proposed di scharge(s), and

(i) The name(s) of the
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(6)

(7)
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chem cal (s) or material (s)
listed by both chem cal and
trade nanes that is(are)
present in the proposed

wast ewat er (s) di scharge(s).
Al so, provide the materia
safety data sheet (MSDS) for
the chem cal (s) or

material (s).

(C© The tinme frame of the proposed
di schar ges.

The quantitative data on pollutants that
t he owner or operator of the activity
knows or reasonably should know are or
will be present in the discharge and for
whi ch pollutants numerical criteria for
the receiving state waters are specified
in section 11-54-04.

The nanme, street address, and phone and
fax nunbers of each contract |aboratory
or consulting firmthat perforned any of
t he anal yses in accordance with section
3(b)(5), as applicable. This
information shall be submtted with the
NO or thirty days before the start of
well drilling activities.

A well drilling plan designed to conply
with the basic water quality criteria
speci fied under chapter 11-54. The plan
shal | incl ude:

(A) The well drilling equipnment to be
used,

(B) Process wastewater effluent
treat ment design

(C Design concerns,
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(D) Calculations used in the treatnent
desi gn, and

(E) Proposed mtigative neasures.

The site-specific detailed well drilling
pl an shall be submitted to the director
with the NO or thirty days before the
start of well drilling activities.

A well drilling best nmanagenent
practices (BMP) plan to insure that the
well drilling effluent discharge will
meet conditions of this general permt,
basic water quality criteria, and
applicable specific water quality
parameters. The well drilling BMP pl an
shal | incl ude:

(A) A schedule of activities,
(B) Prohibited practices,
(© Operation and nai ntenance

procedures to prevent or reduce the
pol lution of state waters,

i ncl udi ng:

(1) Responsi ble field person of
the system by title or
name,

(i) Operations plan,

(ti1) Maintenance scheduling or
action criteria,

(1v) Maintenance program

(v) Ef fl uent nonitoring program
(e.g. visual inspection),

(vi) Cessation of discharge plan,
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(d)

CHAPTER 11-55 APPENDI X |

and
(vii) Effluent control plan.

(D) O her nmanagenent practices to
prevent or reduce the pollution of
state waters

(E) Treatnent requirenents, and

(F) Practices to control project site
runoff, spillage or |eaks, sludge
or waste di sposal, or drainage from
raw material storage or stockpiling
area(s).

The site-specific detailed well drilling
BMP plan shall be submtted to the
director with the NO or thirty days
before the start of well drilling
activities.

The director may require additional
information to be submtted.

The conplete NO shall be submtted to the
director at the follow ng address or as
ot herw se specified:

Director of Health

State Departnent of Health

Envi ronnment al Managenent Di vi sion
Cl ean Water Branch

P. 0. Box 3378

Honol ul u, Hawaii 96801- 3378

St andard Condi tions

The permttee shall conply with the standard
conditions as specified in appendi x A of chapter

11-55.

Effluent Limtations and Monitoring Requirenents
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The di scharges shall be limted and nonitored
by the permttee as specified in Table 34.6.
(Daily maxi mum effluent Iimtations for
saline water apply only when di scharges to
saline water occur and daily maxi mum ef fl uent
limtations for fresh water apply only when
di scharges to fresh water occur.)

(1)

(2)

(3)

(4)

Sanpl i ng Points

Representative sanpl es shall be
collected at the end of effluent

di scharge point(s) prior to entering the
receiving state water or separate storm
wat er drai nage systens.

Col | ection of Sanpl es

Sanpl es and neasurenents taken for the
pur poses of nonitoring shall be
representative of the volume and nature
of the discharge effluent.

Type of Sanpl e

"Grab Sanpl e" neans an individual sanple
collected within the first fifteen
m nutes of a discharge.

Test Procedures

(A) Test procedures for the analysis of
pol lutants shall conformwith
regul ati ons published pursuant to
Section 304(h) of the Act.

(B) Unless otherwise noted in this
general permt, all pollutant
paranmeters shall be determ ned
according to nmethods prescribed in
40 CFR Part 136, pronul gated
pursuant to Section 304(h) of the
Act. Application(s) for the use of
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alternative test nethods shall be
subm tted according to 40 CFR
136. 4.

(C© The detection limt of the test
met hods used must shall reflect the
applicable nunerical limtations as
specified in chapter 11-54. If the
test result is not detectable,
indicate that the test result is
"l ess than #," where the # is the
| onest detection limt of the test
nmet hod used.

(D) Recording of Results

The permttee shall conply with

section 14(c) of appendix A for

each neasurenent or sanple taken
pursuant to the requirenents of

this general permt.

(b) Basic Water Quality Criteria and Inspections

(1)

(2)

The permttee shall not cause a
violation of the basic water quality
criteria as specified in section 1 of
appendi x A

The permttee shall tinely inspect the
receiving state waters, effluent, and
control neasures and BMPs to detect

vi ol ations of and conditions which may
cause violations of the basic water
quality criteria as specified in section
1 of Appendix A (e.g. The permttee
shall | ook at effluent and receiving
state waters for turbidity, color,
floating oil and grease, floating debris
and scum materials that will settle,
substances that will produce odor or off
flavor in fish, and itens that may be
toxic or harnful to human or other
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life.)

(c) There shall be no discharge of floating
solids or visible foam

(d) There shall be no visible oil sheen in the
ef fl uent.

(e) The permttee shall take all reasonable steps
to mnimze or prevent any discharge, use, or
di sposal of sludge or sedinments in violation
of this general permt or applicable |Iaw
Sl udge, sedinents, or any other material
generated by any treatnent process shall be
di sposed of in a manner which prevents its
entrance into or pollution of any surface or
subsurface waters. Additionally, the
di sposal of such sludge or other materi al
shall be in conpliance with 40 CFR Parts 501
and 503.

Corrective Action

The permttee shall imrediately stop, reduce, or
nodi fy the discharge as needed to stop or prevent
a violation of the basic water quality critera as
specified in section 1 of appendix A

Reporting Requirenents

(a) In case of conflict between the conditions
stated here and those specified in the
standard general permt conditions, as stated
i n appendi x A of chapter 11-55, the nore
stringent conditions shall apply.

(b) Reporting of Monitoring Results

(1) Mnitoring results shall be reported on
a discharge nonitoring report (DVR) form
(EPA No. 3320-1). The results of all
nmonitoring required by this general
permt shall be submtted in a formt
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(d)
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whi ch all ows direct conparison with the
[imtations in Table 34.6 and ot her
requi renents of this general permt.

(2) Mnitoring results obtained during the
previ ous cal endar nonth shall be
postmarked no | ater than the twenty-
ei ghth day of the nonth follow ng the
conpl eted reporting period.

(3) Should there be no discharges during the
nmoni toring period, the discharge
nmonitoring report formshall so state.

Addi tional Mnitoring by the Permttee

If the permttee nonitors any pollutant at

| ocation(s) designated herein nore frequently
than required by this general permt, using
approved anal ytical nethods as specified in
section 5(a)(4)(B), the results of such
nmonitoring shall be included in the

cal cul ation and reporting of the val ues
required in the discharge nonitoring report
form The increased frequency shall al so be
i ndi cat ed.

Si gned copies of nonitoring and all other
reports required by this general permt,
shall be submtted to the director at the
foll owi ng address or as otherw se specified:

Director of Health

State Departnent of Health

Envi ronnment al Managenent Di vi sion
Cl ean Water Branch

P. O Box 3378

Honol ul u, H 96801-3378

Reporting of Nonconpliance, Unanticipated
Bypass, or Upset

(1) The permttee or its duly authorized
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representative shall orally report any
of the foll ow ng:

(A) Violation of an effluent limtation
specified in Table 34.6 or a basic
water quality criterion specified
in section 5;

(B) Discharge or nonconpliance with
effluent limtations which may
endanger health or the environnent;
or

(© Unanticipated bypass or upset,

when the permttee or its duly
aut hori zed representative becones aware
of the circunstances.

Oral reports shall be nmade by tel ephone
to the Cean Water Branch at (808) 586-
4309 during regular office hours or the
Hawaii State Hospital Operator at (808)
247-2191 outside of regular office

hour s.

A witten report shall be provided
within five days of the tine the
permttee or its duly authorized
representati ve becones aware of the

ci rcunstances. The witten report shal
i ncl ude:

(A) A description of the nonconpliance,
unanti ci pated bypass, or upset and
its cause;

(B) The period of nonconpliance,
unanti ci pated bypass, or upset
i ncl udi ng exact dates and tines;

(© |If the nonconpliance, unanticipated
bypass, or upset has not been
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corrected, the anticipated tine it
is expected to continue; and

(D) Steps taken or planned to reduce,
el imnate, and prevent reoccurrence
of the nonconpliance, unantici pated
bypass, or upset.

(4) The director nay waive the witten
report on a case-by-case basis if the
oral report has been received within
twenty-four hours.

(f) Planned Changes

Any pl anned physical alterations or additions
to the permtted facility, not covered by 40
CFR 8122.41(1) (1) (i), (ii), and (iii) shal

be reported to the director on a quarterly
basi s.

(g) Schedul e of Mai ntenance

The permttee shall submt a schedule for
approval by the director at |east fourteen
days prior to any mai ntenance of facilities
whi ch m ght result in exceedance of effl uent
[imtations. The schedule shall include a
description of the maintenance and its
reason; the period of maintenance, including
exact dates and tinmes; and steps taken or

pl anned to reduce, elimnate, and prevent
occurrence of nonconpli ance.

Addi ti onal Conditions

The director may inpose additional conditions
under section 11-55-34.09(Db).

Record Retention

All records and information resulting fromthe
nmonitoring activities required by this general
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permt including all records of anal yses perforned
and calibration and mai ntenance of instrunmentation
shall be retained for a mninmm of three years or

| onger if requested by the director.

Fal si fyi ng Report

Know ngly maeki ng any fal se statenent on any report
required by this general permt may result in the
i nposition of crimnal penalties as provided for
in Section 309 of the Act and in section 342D 35,
HRS.

55-1-13



CHAPTER 11-55 APPENDI X |

TABLE 34. 6

EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS
FOR DI SCHARGE OF TREATED EFFLUENT
FROM VELL DRI LLI NG ACTI VI TI ES

Effluent Limtations Moni t ori ng Requirenents
Ef f | uent {1}
Par amet er s
For Saline | For Fresh M ni num Type of
VWt er Vat er Frequency Sanpl e
Fl ow ( GPD) {2} {2} Daily Cal cul ated or
Esti mat ed
al and 15 15 {3} G ab
Grease (ng/l)
Benzene 1.7 1.8 {3} G ab
(ng/ 1) {4}
Tot al {5} {5} {3} G ab
Suspended
Solids (ng/l)
Turbidity {5} {5} {3} G ab
(NTU)
Anmoni a {5} {5} {3} G ab
Ni t r ogen
(NH-N1) {6}
pH (standard {5} {5} {3} G ab
units)
Toxi ¢ {5} {5} {3} G ab
Pol | ut ant's
{6}

GPD = gal |l ons per day
nmg/l = mlligranms per liter
NTU = nephelonetric turbidity units

NOTES:
{1} Pollutant concentration |levels shall not exceed

the effluent limts or be outside the ranges
indicated in the table. Actual or neasured |levels
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{3}

{4}

{5}

{6}

CHAPTER 11-55 APPENDI X |

whi ch exceed those effluent limts or are outside
t hose ranges shall be reported to the director as
required in section 7(e) of this general permt.

No limtation at this tine. Only nonitoring and
reporting required.

For intermttent discharges, the sanple shall be
taken once for each discharge. For continuous
di scharge a sanple shall be taken at |east once
per week.

EPA net hods 5030/ 8015, or 5030/ 8020, or 5030/ 8240,
or 602, or 624, or 1624 shall be used for
measur enent of benzene.

Effluent limtations are the acute water quality
standards established in section 11-54-04, for
either fresh or saline waters and specific
criteria established in section 11-54-05 and 11-
54-06 for the classification of the receiving
state waters, as applicable. For pollutants which
do not have established acute water quality
standards or specific criteria, any detected
concentration greater than 0.01 ng/l shall be
report ed.

Applicable to treated process wastewater effluent
present in the discharge.
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